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Preface
The X-Lite Guardrail End Terminal Tangent System 
incorporates the latest roadside safety technologies 
and engineering processes.

As with any roadside safety device, the X-Lite 
System must be installed in accordance with the 
manufacturer’s specifications to ensure proper 
performance.  Thoroughly review and fully 
understand the installation instructions and product 
limitations before starting the installation.  Do not 
start the installation without the proper plans and 
tools required.

System Overview
The X-Lite System is a re-directive, gating end 
terminal designed for shielding the ends of guardrail 
systems.  The system offers exceptional vehicle 
control, energy absorbing capabilities in head on 
impacts, and is re-directive starting at post 3.  The 
X-Lite is comprised of a head unit, specially designed 
crimped posts, tension rods, cable assembly, slider 
assembly, and other standard guardrail components.

Before Installation
Placement and use of the X-Lite System should 
be done in accordance with the guidelines and 
recommendations set forth in the “AASHTO 
Roadside Design Guide,” FHWA memoranda, and 
other state and local standards.

Depending on the application and the circumstances 
at the site, installation should take an experienced 
two person crew with proper tools approximately 
two hours to complete.

The X-Lite System is a highly engineered safety 
device made up of a relatively small number of parts.  
It is available in both tangent and flared versions.  
Before starting installation ensure that one is 
familiar with the make up of the system that is being 
installed.  Prior to installation, ensure that proper 
manuals and components are on site.

Limitations and Warnings
The X-Lite System has been rigorously tested and 
evaluated per the recommendations in the National 
Cooperative Highway Research Program Report 350 
(NCHRP Report 350) guidelines for end terminals and 
crash cushions.  The impact conditions recommended 
in NCHRP Report 350 are intended to address in-
service collisions.

When properly installed and maintained, the system 
is capable of stopping, containing, and re-directing 
impacting vehicles in a predictable and safe manner 
under NCHRP Report 350 impact conditions.  Vehicle 
impacts that vary from the NCHRP Report 350 impact 
conditions for gating, re-directive end terminals may 
result significantly different than those experienced in 
testing.

Vehicle impact characteristics different than or in 
excess of those encountered in NCHRP Report 350 
testing (speed and angle) may result in system 
performance that may not meet NCHRP Report 350 
evaluation criteria.

If you need additional information, or have 
questions about the X-Lite System, please call the 
Lindsay Transportation Solutions Customer Service 
Department at (888) 800-3691 (U.S. toll free) or 
(707) 374-6800.

X-LITE® TANGENT END TERMINAL
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Preparation
Before installing the X-Lite System, ensure that all 
materials required for the system are on site and have 
been identified.

Soil Conditions
The X-Lite has been designed to be installed in soil 
that meets or exceeds the AASHTO  “standard soil” 
specification.  If rock or stiff soil is encountered, the 
posts may be installed by augering  and backfilling the 
hole.  Extra care must be taken to prevent settlement 
or lateral displacement of the post.  Backfill material 
shall be compacted to optimum compaction.

Before Starting
For all applications, begin the installation from the 
trailing / back end of the system where it joins the 
standard guardrail system at post 7.

Required Tools
The system uses standard tools required to 
install typical guardrail; the list below is a general 
recommendation.  

•	 Post driver
•	 Tape measure
•	 String line
•	 Hammer 
•	 Stakes
•	 Pry Bar
•	 Crescent Wrench
•	 Vice Grips or Clamps
•	 1-5/8” [42 mm] Wrench
•	 ½” Ratchet 
•	 1-1/4” [32 mm] Socket
•	 Air Impact Wrench (Optional)
•	 Pick Axe
•	 Pipe Wrench or Large Pliers
•	 Torque wrench  

(capable of applying 60 ft. lbs. torque)

Note: The tools list is a general recommendation. 
Depending on the specific characteristics of the job 
site, more or less tools may be necessary.
The tools listed are for US/Imperial fasteners.  If 
metric hardware is used, use metric equivalents for 
the hardware as required.

The picture of the X-Lite System above illustrates 
how the System is referred to throughout  

this manual.

APPROACH /  
FRONT

TRAILING / 
BACK

Required Tools

INSTALLATION MANUAL
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X-LITE® TANGENT END TERMINAL

STANDARD LIMITED WARRANTY
 

Lindsay Transportation Solutions, Inc. “LTS” ( formerly Barrier Systems ) has tested the impact
performance of its barriers and crash cushion systems, and other highway safety hardware under
controlled conditions, however, LTS does not represent nor warrant that the results of those controlled
conditions would necessarily avoid injury to persons or property. LTS EXPRESSLY DISCLAIMS ANY
WARRANTY OR LIABILITY FOR CLAIMS ARISING BY REASONS OF DEATH OR PERSONAL
INJURY OR DAMAGE TO PROPERTY RESULTING FROM ANY IMPACT, COLLISION OR 
HARMFUL CONTACT WITH THE PRODUCTS OR NEARBY HAZARDS OR OBJECTS BY ANY
VEHICLE, OBJECTS OR PERSONS.

 
LTS warrants that any product or component part manufactured by LTS will be free from defects in
material or workmanship. LTS will replace free of cost any Product or component part manufactured by
LTS that contains such a defect.

 
THE FOREGOING WARRANTY IS IN LIEU OF AND EXCLUDES ALL OTHER WARRANTIES
NOT EXPRESSLY SET FORTH HEREIN, WHETHER EXPRESS OR IMPLIED BY OPERATION
OF LAW OR OTHERWISE, INCLUDING BUT NOT LIMITED TO ANY IMPLIED WARRANTIES 
OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.

 
LTS’ LIABILITY UNDER THIS WARRANTY IS EXPRESSLY LIMITED TO REPLACEMENT
FREE OF COST (IN THE FORM AND UNDER THE TERMS ORIGINALLY SHIPPED), OR TO 
REPAIR OR TO MANUFACTURE BY LTS, PRODUCTS OR PARTS NOT COMPLYING WITH
LTS SPECIFICATIONS, OR, AT LTS’ ELECTION, TO THE REPAYMENT OF AN AMOUNT
EQUAL TO THE PURCHASE PRICE OF SUCH PRODUCTS OR PARTS, WHETHER SUCH 
CLAIMS ARE FOR BREACH OF WARRANTY OR NEGLIGENCE. LTS SHALL NOT BE LIABLE
FOR ANY INCIDENTAL, CONSEQUENTIAL OR SPECIAL LOSSES, DAMAGES OR EXPENSES 
OF ANY KIND, INCLUDING, WITHOUT LIMITATION, ANY SUCH LOSSES, DAMAGES OR 
EXPENSES ARISING DIRECTLY OR INDIRECTLY FROM THE SALE, HANDLING OR USE OF 
THE PRODUCTS FROM ANY OTHER CAUSE RELATING THERETO, OR FROM PERSONAL
INJURY OR LOSS OF PROFIT.

 
Any claim by the Buyer with reference to Products sold hereunder for any cause shall be deemed waived 
by the Buyer unless LTS is notified in writing, in the case of defects apparent on visual inspection,
within ninety (90) days from the delivery date, or, in the case of defects not apparent on visual
inspection, within twelve (12) months from the said delivery date.  Products claimed to be defective may
be returned prepaid to LTS’ plant for inspection in accordance with return shipping instructions that
LTS shall furnish to the Buyer forthwith upon receipt of the Buyer’s notice of claim. If the claim is 
established, LTS will reimburse that Buyer for all carriage costs incurred hereunder.

 
The forgoing warranty benefits shall not apply to (i) any Products that have been subject to improper
storage, accident, misuse or unauthorized alterations, or that have not been installed, operated and
maintained in accordance with approved procedures and (ii) any components manufactured by the 
Buyer.

 
W030587 Rev. 8 revised February 4, 2013

 
 
 
 
 

180 River Road •    Rio Vista, CA 94571 •    Tel. +1 (707) 374-6800 •    Fax. +1 (707) 374-6801
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Slider Panel (Front)
BSI-1012093-00

Line Post (QTY. 3)*
BSI-1012078-00

Slider Bracket
BSI-1012090-00

Cable Anchor Assembly
BSI-1012104-00

Ground Strut BSI-1012097-00 (QTY. 2), Nut 4001116 
(QTY. 4), Angle BSI-1012098-00 (QTY. 1)

Slider Panel (Back) 
BSI-1012096-00

Impact Head
BSI-1012103-00

Square Washer (Used on Post 1)
BSI-1102027-00

Post II
BSI-1012086-00

Shear Bolt Kits (8 Yellow Bolts per Kit)
K080123

Crimp Post #1 (QTY. 1)
BSI-1310024-00

INSTALLATION MANUAL

Crimp Post # 3 (QTY. 1)
BSI-1310027-00

Parts Identification
A Complete Bill of Materials for Systems and Kits Can be Found in   Appendix A

* Denotes Shipped With Full System Only
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5/8” x 10” Guardrail Bolt (QTY. 4)*
2001840

W-Beam Guardrail (QTY. 3)* 
4000443

5/8” x 2” Guardrail Bolt (For Post 1 & 2) 
(QTY. 2)* 2001758

Blockouts (QTY. 4)*
B090534 

Guardrail Bolts (QTY. 16)*
4001115

Guardrail Nut (QTY. 22)*
4001116

1” Washer (For Slider Panel-Back & 
Cable Assy.)* (QTY. 2) 2001580

5/8” x 3 ½” Bolt (Used on Soil Plate) 
(QTY. 2) 2000220

5/8” Nut (Used on Soil Plate) 
(QTY. 2) 2000312

5/8” Washer (Used on Soil Plate) 
(QTY. 4) 2001636

Soil Plate 
BSI-1312100-00

X-LITE® TANGENT END TERMINAL

L-Bracket 
(used on cable at Post 2) BSI-1303005-00

Parts Identification
A Complete Bill of Materials for Systems and Kits Can be Found in   Appendix A

* Denotes Shipped With Full System Only
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Step 1 – Assembling Components 

Components required:
•	 (1) Post II – BSI-1012086-00
•	 (1) Soil Plate – BSI-1312100-00
•	 (2) W-Beam – 4000443
•	 (1) Slider Panel (Front)– BSI-1012093-00
•	 (1) Slider Bracket – BSI-1012090-00

Hardware Required:
•	 (2) 5/8” x 3 ½” Bolt - 2000220
•	 (8) 5/8” x 1 ¼” Guardrail Bolt - 4001115
•	 (4) 5/8” Washer - 2001636
•	 (2) 5/8” Nut - 2000312
•	 (8) 5/8” Guardrail Nut - 4001116

Some components require assembly and it is 
recommended that this step be completed prior to 
the start of the system assembly.
 

 
 
 
 
 
 
 
 
 
Post II Assembly: 

1.	 Attach the soil plate to the trailing / back side of 
Post II using two (2) 5/8” x 3 ½” bolts, washers 
(4), and nuts (2). The trailing / back end of the 
post is identified by the open slots on the top of 
the post.  
 
The bolts should be installed from back to front 
so that the head of the bolts rests on the soil 
plate. 
 
Depending on your post driver equipment, Post 
2 may need to be partially driven before this 
step can be accomplished.

Notes:
                                                                                                                                    
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                                                                         

Open Slots

Attach Soil Plate to Post II

INSTALLATION MANUAL

Trailing / Back
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Slider Bracket and Panel Assembly:

2.	 Attach the slider bracket to the inside of the 
approach / front end of rail 2 using four (4) 5/8” x 
1 ¼” guardrail bolts.   
 
Bolts should be installed with the bolt head on 
the outside and the nuts the inside.

Note: When properly installed, a portion of the 
bracket will stick out of the rail.

3.	 Attach the Slider Panel (Front) to the outside of 
the trailing / back end of rail 1 using four (4) 5/8” 
x 1 ¼” guardrail bolts. 
 
 
Bolts should be installed with the bolt head on 
the inside and the nuts on the outside. 
 
The angled portion of the Slider Panel should 
extend beyond the end of the rail and should 
face the trailing / back of the system when 
assembled in step 18.

 
 
 
 
 
 
 
 

Attach Slider Bracket to Rail 2.

Attach Slider Panel (Front) to Rail 1.

X-LITE® TANGENT END TERMINAL

Angled Portion 
Extends Beyond the 
End of the Rail.
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Step 2 – Post and Blockout Installation

Components required:
•	 (1) Crimp Post w/ Slots (Post 1) 

 - BSI-1310024-00
•	 (1) Crimp Post w/ Holes (Post 3)  

- BSI-1310027-00
•	 (1) Post II Assembly with Soil Plate
•	 (3) Line Post – BSI-1012078-00
•	 (4) Blockout – B090534
•	 (1) Slider Panel (Back) – BSI-1012096-00

Hardware Required:
•	 (2) 5/8” x 10” Guardrail Bolt - 2001840
•	 (2) 5/8” Guardrail Nut - 4001116
•	 (1) 1” Washer - 2001580

Always start the installation at the existing  
w – beam barrier and assemble the system toward 
the impact head.   
 
When driving the posts into stiff/rocky soil, place 
close attention not to bend the posts.  If rock or 
stiff soil is encountered, the posts may be installed 
by augering and backfilling the holes.  Extra care 
must be taken to prevent settlement or lateral 
displacement of the post.  Backfill material shall be 
compacted to optimum compaction.

4.	 Begin by running a string line from the existing 
posts in a tangent position.

 
 
Note: The X-LITE can be installed with an offset of  0 
- 24” (0 - 600 mm) over the length of the system.
 
Note: The front of posts 3-6 will be 7 5/8” (195mm) 
from the backside of rails 2 and 3 as blockouts are 
used.  Posts 1 and 2 do not require blockouts and 
will align with the backside of rail 1. Post 3 requires 
up to an additional 2” (50mm) offset away from the 
rail to allow space for the slider assembly. 
(See Step 5.)

Notes:
                                                                                                                                    
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                                                                   

POST 1POST 2POST 3POST 5POST 6POST 7 POST 4

POST 1 AND 2 NO BLOCKOUT

194
7 5/8"

A

B

C

D

A

B

C

D

1234

1234Doc. B100108

SCALE 1:50
B
SIZE DWG NO.

BSI-1012105-00
SHEET 2 OF 2

REV.

B

POST 1POST 2POST 3POST 5POST 6POST 7 POST 4

RAIL DOES NOT ATTACH TO POSTS 3 OR 5

POST 1POST 2POST 3POST 5POST 6POST 7 POST 4

GROUND STRUT ASSEMBLY BETWEEN PSOTS 1 AND 2

INCHES MM INCHES MM
A RAIL�HEIGHT 27�5/8 700 31 790
B HEAD�HEIGHT 33�3/8 850 36�7/8 935
C POST�HEIGHT 28�1/4 720 31�3/4 805

OR

REFERENCE�DIMENSIONS
SYSTEM�HEIGHT�DIMENSIONS

Post Identification

Existing Trailing / Back Guardrail

Post Layout

INSTALLATION MANUAL
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5.	 Begin installing the posts at standard highway 
post spacing, 75” (1905mm) and post height, 
28 1/4” (720mm) or 31 3/4” (805mm)..  Post 
spacing and post height are found on drawing 
BSI-1012105-00 in Appendix A. 
 
Post 4-6: Line Posts

Note: if you are installing a 50 FT. system, the 
systems will have an additional 2 posts and an 
additional section of guardrail.  Please reference 
Appendix A for detail of a 50 FT. system. 
 
 
 
 
Post 3: Crimped Post 
 
Offset Post 3, up to 2” (50mm) back from the string 
line to allow sufficient space for the slider bracket 
assembly. 
 
Post 3 is identified by the post having a crimp and 
holes on one side of the post only.  These holes are 
used to mount the blockout and slider panel (back) 
on a later step. In addition, Post 3 can be easily 
identified by having black paint near the bottom. 
 
Post 2: Post II Assembly with Soil Plate 
 
Soil Plate should be on the trailing / back side of the 
system.  
 
Post 2 does not require a blockout, therefore, align 
the post with the backside of the rail.  Position the 
outside edge of the post roughly 8” (200mm) from 
the string line on the rail side of the string. 
 
Depending on your post driver equipment, it may be 
necessary to partially drive Post 2 prior to attaching 
the Soil Plate.  Begin to drive Post 2 approximately 
18” (450mm), more if necessary.  If the post is 
driven more than 18” (450mm) it will be necessary 
to use a pick ax or other digging tool to remove 
some of the soil in order to install the soil plate. 
 
Once the soil plate is installed, continue driving the 
post to the desired height. 

Post 3 Offset

X-LITE® TANGENT END TERMINAL

Drive Post 2

It may be neces-
sary to remove 
/ dig out some 
soil in order to 
install the  
Soil Plate

Trailing / Back
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Installed Posts

Install Blockout at Post 5

Slider Panel (Back) and Blockout on Post 3

Approach / Front

Approach / Front

INSTALLATION MANUAL

Post 1: Crimped Post 
 
Post 1 does not require a blockout, therefore, align 
the post with the backside of the rail.  Position post 
roughly 2” (50mm) from the string line on the rail side 
of the string. 
 
Post 1 is identified by the post having a crimp and 
slots instead of holes.  These slots are used to bolt 
the guardrail on a later step. In addition, Post 1 can 
be easily identified by having yellow paint near the 
bottom.

6.	 Install blockouts on posts 3-6. Blockouts at posts 
3 and 5 must be bolted on before hanging the rails.

7.	 At post 5, attach the blockout using the 5/8” x 10” 
bolt.  Secure blockout using the approach / front 
hole on the post.  The rail does not attach at  
post 5. 
 
See diagram below for post identification.

POST 1POST 2POST 3POST 5POST 6POST 7 POST 4

POST 1 AND 2 NO BLOCKOUT

194
7 5/8"

A

B

C

D

A

B

C

D

1234

1234Doc. B100108

SCALE 1:50
B
SIZE DWG NO.

BSI-1012105-00
SHEET 2 OF 2

REV.

B

POST 1POST 2POST 3POST 5POST 6POST 7 POST 4

RAIL DOES NOT ATTACH TO POSTS 3 OR 5

POST 1POST 2POST 3POST 5POST 6POST 7 POST 4

GROUND STRUT ASSEMBLY BETWEEN PSOTS 1 AND 2

INCHES MM INCHES MM
A RAIL�HEIGHT 27�5/8 700 31 790
B HEAD�HEIGHT 33�3/8 850 36�7/8 935
C POST�HEIGHT 28�1/4 720 31�3/4 805

OR

REFERENCE�DIMENSIONS
SYSTEM�HEIGHT�DIMENSIONS

8.	  At post 3, attach blockout and slider panel (back) 
using the 5/8” x 10” bolt and 1” washer.  The slot 
on the slider panel should point toward the front of 
the system.  Secure blockout using the approach / 
front hole on the post.   
 
Blockouts at posts 4 and 6 are secured when the 
rail is bolted to the posts.

 

Ensure the 1” washer 
is used here.

Arrow should point 
to front of system.

Open Slots
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Step 3 – Install Ground Strut Assembly

Components required:
•	 (2) Ground Strut Tension Rods – BSI-1012097-00
•	 (1) Ground Strut Angle – BSI-1012098-00

Hardware Required:
•	 (4) 5/8” Guardrail Nut - 4001116

9.	 Install ground strut tension rods between posts 1 
and 2 by sliding the rods through the openings on 
the  bottom of post 2.

POST 1POST 2POST 3POST 5POST 6POST 7 POST 4

POST 1 AND 2 NO BLOCKOUT

194
7 5/8"

A

B

C

D

A

B

C

D

1234

1234Doc. B100108

SCALE 1:50
B
SIZE DWG NO.

BSI-1012105-00
SHEET 2 OF 2

REV.

B

POST 1POST 2POST 3POST 5POST 6POST 7 POST 4

RAIL DOES NOT ATTACH TO POSTS 3 OR 5

POST 1POST 2POST 3POST 5POST 6POST 7 POST 4

GROUND STRUT ASSEMBLY BETWEEN PSOTS 1 AND 2

INCHES MM INCHES MM
A RAIL�HEIGHT 27�5/8 700 31 790
B HEAD�HEIGHT 33�3/8 850 36�7/8 935
C POST�HEIGHT 28�1/4 720 31�3/4 805

OR

REFERENCE�DIMENSIONS
SYSTEM�HEIGHT�DIMENSIONS

10.	Secure the rods at post 1 by passing the rods 
through the small piece of angle with the angle 
sitting flush on the ground, just above the crimp on 
the post. 
 
The small piece of angle will sit flush with the 
ground on 28” systems only.  On 31” height 
systems, the small piece of angle will sit 
approximately 3” (75mm) off the ground.

11.	 Tighten the rods so that there are equal amount of 
threads exposed at both ends of the rods.

 
 
 
 

Ground Strut Tension Rods Installed at Post 2

Ground Strut Tension Rods Attached at Post 1

Nuts Tightened on Ground Strut Tension Rods

X-LITE® TANGENT END TERMINAL
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Step 4 – Hang Rails

Components required:
•	 (3) W-Beam Guardrail - 4000443** 

Hardware Required:
•	 (2) 5/8” x 10” Guardrail Bolt -2001840
•	 (4) 5/8” x 1 ¼” Guardrail Bolt - 4001115
•	 (2) 5/8” x 2” Guardrail Bolt - 2001758
•	 (16) Shear Bolts – K080123 (Kit of 8; 2 Required)
•	 (5) 5/8” Guardrail Nut - 4001116
•	 (1) 5/8” Nut - 2000468
•	 (1) Square Washer – BSI-1102027-00

If installing a 50 ft system, the system uses 4 sections 
of rail in stead of 3.

If you are attaching to an MGS rail system, a transition 
guardrail panel is necessary.  

Please reference Appendix A for 50 ft. or MGS system 
details.

Note: For the system to telescope properly, the 
forward most guardrail panel should always be on the 
outside.

12.	Before installing rail 3 ensure that the blockout 
at post 5 has already been bolted on.  Attach rail 
3 using the 5/8” x 10” bolt at post 6, pass bolt 
through the approach / front hole of post.

Note: Rail 3 is not attached to Post 5

13.	Splice rail 3 with the existing rail using the special 
yellow shear bolts.  DO NOT USE AN AIR IMPACT 
WRENCH TO TIGHTEN SHEAR BOLTS.

Ensure that the 10” bolt used secure the rail and 
blockout passes through both sections of  
guardrail, blockout and post.

 
 
 

Notes:
                                                                                                                                    
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                                                                         

Post Identification

Attach Rails to Posts

Shear Bolts at Rail 3 and 4 Connection

A

B

C

D

A

B

C

D

1234

1234Doc. B100108

SCALE 1:50
B
SIZE DWG NO.

BSI-1012105-00
SHEET 2 OF 2

REV.

B

POST 2POST 3POST 4POST 5POST 6POST 7

Rail 3 Rail 2 Rail 1

POST 1

Approach / Front

INSTALLATION MANUAL
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14.	Before installing rail 2 ensure that the blockout 
and slider panel (back) at post 3 has already 
been bolted on.  Attach rail 2 using the 5/8” x 10” 
bolt at post 4, pass bolt through the approach / 
front hole of post.

15.	Splice rail 2 with rail 3 using the special yellow 
shear bolts.  The rails do not attach to post 5.  
DO NOT USE AND AIR IMPACT WRENCH TO 
TIGHTEN SHEAR BOLTS.

16.	Attach rail 1 using the 5/8” x 2” guardrail bolt at 
post 2, pass bolt through the trailing / back slot 
of post.

 

17.	 Connect rails 1 and 2 using 5/8” x 1 ¼” guardrail 
bolts by connecting the slider panel assembly 
(front and back parts together).   
 
Ensure that the angled portion of the Slider 
Panel points toward the trailing / back end of 
the system.

Attach Rail 2 at Post 4

Shear Bolts at Rail 2 and Connection

Connect Rails 1 and 2 at Slider Assembly

Approach / Front

X-LITE® TANGENT END TERMINAL
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18.	Install the bolts from back to front with the nuts 
on the front side.

 

19.	Attach rail 1 to post 1 using the 5/8” x 2” bolt 
and square washer, pass bolt through the 
approach / front slot of post.  

 
 
 
 
 
 
 

Slider Panel Assembly Installed

Attach Rail 1 at Post 1

All Rails Installed

INSTALLATION MANUAL

Angled portion to point trailing / back

Arrow should point 
to front of system.

Use square washer 
here.
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Step 5 – Install Impact Head

Components required:
•	 (1) Impact Head – BSI-1012103-00

Hardware Required:
•	 (4) 5/8” x 1 ¼” Guardrail Bolt - 4001115
•	 (4) 5/8” Guardrail Nut - 4001116

20.	Install Impact Head to the approach / front end of 
rail 1 using 5/8” x 1 ¼” guardrail bolts. 
 
Place Impact Head on the outside of the rail.

21.	Install bolts from outside in with nuts on the 
inside.

 
 

Notes:
                                                                                                                                    
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                                                                         

Install Impact Head at the End of Rail 1

Impact Head Installed

X-LITE® TANGENT END TERMINAL
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Step 6 – Install Cable

Components required:
•	 (1) Cable – BSI-1012104-00
•	 (1) 1” Washer - 2001580
•	 (1) L-Bracket - BSI-1301005-00

The cable is attached to the bottom of post 2 and at 
the slider bracket at post 3.

22.	Begin to install the cable by passing the threaded 
end through the slot at the bottom of post 2.  

23.	Thread the nut so that 1” of the threads are pro-
truding.   
 
Ensure to install the small L-Shaped bracket 
and round washer included with the cable.  This 
bracket and washer  are critical components and 
help keep the cable engaged in the slot.  
 
Proceed to thread the nut while not exposing any 
threads.  This will ensure you can achieve the 
required to torque for the cable nut in a subse-
quent step.

Notes:
                                                                                                                                    
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                           
                                                                                                                                                      
                                                                                                                                         

Install Cable at Post 2

L-Bracket installed at Post 2 Prior to Tightening

INSTALLATION MANUAL

Install L-Bracket

Install L-Bracket 
and round  
washer here
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24.	Pass the other end of the cable through the slider 
bracket at post 3. 
 
Install the nut. Tightening of the cable should 
be done at the bottom of Post 2 in the following 
step.

25.	Tighten the cable nut at Post 2.  It will be 
necessary to use a pipe wrench or large pliers on 
the backside of the cable to hold it in place while 
tightening.  If the cable is not held in place with a 
pipe wrench or large pliers, it will spin while you 
attempt to tighten the cable and you will not be 
able to tighten it.   
 
Apply approximately 60 FT-Lb torque.  Continue 
to tighten the cable nut until the cable is tight 
and the approximate torque is achieved.  
 
When tightening, ensure that the L-Bracket 
does not shift, turn and move out of position.

Note: Standard BCT cables used on other systems 
may not require a specific torque on the cable nuts.  
The X-LITE® Tangent system requires a tensioned 
cable to maintain engagement in the slot on Post 2.

If a torque wrench is not available, use the 
following method to ensure cable is adequately 
tensioned:

Tighten cable nut until a maximum 1/2” cable 
deflection is measured at the midpoint when 
pressure is applied by hand.

Install Trailing / Back End of Cable Through  
Bracket at Post 3

Cable Installed

X-LITE® TANGENT END TERMINAL

Torque cable nut to 60 ft.-lb. at Post 2
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Final Inspection Checklist

Inspection
Date

Inspection  
By: 

Item

Post 1 uses slotted holes
Post 3, uses standard post holes
Rail bolted at posts 1, 2, 4 and 6 only (7, 8  for 50 ft. system)
Rails not bolted to posts at Posts 3 and 5
Square washer used at Post 1
Post 2, rail bolted using trailing / back slot on post
Posts 1, 4, 6, rails bolted using approach / front hole on posts
Rails 3 and 4 spliced using special yellow shear bolts
Rails 2 and 3 spliced using special yellow shear bolts
At Post 7, 10" bolt passes through both guardrail sections, block-
out and post.
Slider assembly properly assembled with bolts from back to front 
with nuts on the outside
Angled position of Slider panel points toward the trailing / back 
end of the system. 
Arrows on slider should point toward the front of the system
Cable bracket and washer installed on cable at Post 2
Approximately 60 ft.-lb. torque applied to cable nut at Post 2
No blockout on Post 1 or Post 2 
Tangent installation or with allowable offset from 0 - 24” (0 - 
600mm) over length of the system

INSTALLATION MANUAL
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Appendix A - System Configuration

The X-Lite System has been tested per the National 
Cooperative Highway Research Program (NCHRP) 
Report 350 Test Level 3 and accepted for use on 
the National Highway System (NHS) by the Federal 
Highway Administration.

The X-Lite system is a gating, re-directive guardrail 
end terminal designed to attach to the ends of 
guardrail systems.

As with all crash cushions and end terminals, the 
X-Lite system requires appropriate clear zones in 
accordance with the AASHTO Roadside Design 
Guide, FHWA memoranda, and other state and local 
standards.

System drawings and bill of materials can be found 
on the following pages.  

DRAWINGS
 
X-Lite System, Tangent, 37’-6”
DWG# XLTSUS	                               	 22

Bill of Materials, 37’-6”	                    	 24

X-LITE System, 50 FT.                            	 25
DWG# XLTSUS-50

Bill of Materials, 50 FT                             	 27

X-LITE System, Tangent, MGS, 37’-6”     	 28
DWG# XLTSUS-MGS

Bill of Materials, MGS, 37’-6”                    	 30

X-LITE Systems, Tangent, MGS, 50 FT.  
(Short Panel) DWG# XLTSUS-MGS50S	 31

Bill of Materials, MGS, 50 FT., Short		  33

X-LITE Systems, Tangent, MGS, 50 FT.  
(Long Panel) DWG# XLTSUS-MGS50L	 34

Bill of Materials, MGS, 50 FT., Long		  36

X-LITE® TANGENT END TERMINAL



Lindsay Transportation Solutions Sales and Services, Inc (888) 800-3691 [U.S. toll free] or +1 (707) 374-6800 Lindsay Transportation Solutions Sales and Services, Inc (888) 800-3691 [U.S. toll free] or +1 (707) 374-680022

DLIATED
02:

1
ELA

CS

M
AERTSPU

ESU
EL

OH

CLIATED
02:

1
ELA

CS

M
AERTS

N
W

O
D

ESU
T

OLS

BLIATED
02:

1
ELA

CS

M
AERTSPU

ESU
T

OLS

ALIATED
8:

1
ELA

CS

53

43
73

9
]

[

A
1LENAP

2LENAP

3LENAP

B

C

D

4
5

71

3

3

4

5
6

9
41

61

31
61

31
61

2 1

3
61

51

LL
ATS

NI
OT)61/51

S
METI(

TU
N/TL

OB
ESU

E
NIL

OT)21
METI(

TU
OK

C
OLB

SS
AP

T
O

N
O

D,)3
METI(

TS
OP

M
AEB-

W
H

GU
ORHT

TL
OB

.SLE
N

AP
LI

AR
DR

AU
G

REHS
A

W/TU
N/TL

OB
ESU

LL
ATS

NI
OT)43/61/51

S
METI(

,)7
METI(

K
C

AB,LE
N

AP
RE

DILS
DEP

MIR
C

OT)21
METI(

TU
OK

C
OLB

SS
AP

T
O

N
O

D,)1
METI(

TS
OP

M
AEB-

W
H

GU
ORHT

T L
OB

.SLE
N

AP
LI

AR
DR

AU
G

11

)01
METI(

STL
OB

R
AEHS

STL
OB

R
AEHS

F
O

S
D

AEH
.E

DIS
CIFF

ART
N

O

51

51
61

21
21

31
61

41
61 91

1
21 X4

8

31
61

X4

33

43

81

X4 X4

23

2

63
73

13

7

51
61

N
W

OHST
O

N

61
X2

X3

X4

X2

B
K

:YB
D'RPP

A

:YB
N

W
AR

D

:ET
A

D
D'RPP

A

:ET
A

D
N

W
AR

D

EL
A

CS

EZIS
.

O
N

G
W

D

ELTIT

TEEHS

.
VER

SL
AV

ORPP
A

YLB
MESS

A
METSYS

ETIL-X
TNE

GN
AT

SUSTLX
G

NI
W

ARD
EL

A
CST

O
N

OD

N
OIT

CEJ
ORP

EL
G

N
A

DRIHT

31/82/01
2612

E
31/31/11

5612
F

41/42/10
0222

G
41/52/30

3522
H

41/30/01
4442

I

41/21/11
0152

J
41/51/21

0452
K VER

#
N

CE
ET

A
D

11/52/2

31/91/30
T

MJ

ME
A

S
METSYS

REIRR
AB

daoRreviR
081

17549
A

C,atsiV
oiR

1963-008-888:leT
moc.cnis

metsysreirrab.
w

w
w

©

2
FO1

.
C

NI
S

METSYS
REIRR

AB
0102

SIHT
NI

DE
NI

AT
N

O
C

N
OIT

A
MR

OF
NI

EHT
F

O
YTREP

ORP
EL

OS
EHT

SI
G

NI
W

AR
D

N
OIT

CU
D

ORPER
Y

N
A.

C
NI

S
METSYS

REIRR
AB

NETTIR
W

EHTTU
OHTI

W
EL

OH
W

R
OTR

AP
NI

SI.
C

NI
S

METSYS
REIRR

AB
F

O
N

OISSI
MREP

.
DETIBIH

ORP

DEIFI
CEPS

ESI
WREHT

O
SSEL

NU
.SEH

C
NI

NI
ER

A
S

N
OIS

NE
MI

D
:ER

A
SE

C
N

AREL
OT

S
N

OIT
C

ARF
61/1

L
A

MI
CE

D
=

XX.
30.

=
XXX.

010.

SEL
G

N
A

2/1 D
N

A
S

N
OIS

NE
MI

DTER PRET
NI

E
MS

A
REP

SE
C

N
AREL

OT
4991-5.41Y

.4 .5

ABCD

ABCD

1
2

3
4

1
2

3
4

801001B.co
D

03:1

LI
AR

DR
AU

G
M

AEB-
W

TSRIF
OT)5

METI(
T

N
ORF,LE

N
AP

RE
DILS

LL
ATS

NI
.1

.E
DIS

CIFF
ART

N
O

EB
OT

STU
N

XEH.61
&

31
S

METI
G

NISU
LE

N
AP

LI
AR

DR
AU

G
M

AEB-
W

D
N

O
CES

OT)6
METI(

TEK
C

ARB
RE

DILS
LL

ATS
NI

.2
.61

&
31

S
METI

G
NISU

LE
N

AP

LI
AR

DR
AU

G
M

AEB-
W

D
N

O
CES

D
N

A
TSRIF

ERU
CES

2
&

1
SPETS

RETF
A

.3
.E

DIS
CIFF

ART
N

O
EB

OT
STU

N
XEH.61

&
31,7

S
METI

G
NISU

LE
N

AP

ET
ALP

LI
OS

D
N

A
TS

OP
EHT,

DERET
NU

O
C

NE
SI

LI
OS

FFITS
R

O
K

C
OR

FI
.EL

OH
EHT

G
N ILLIF K

C
AB

D
N

A
G

NIRE
GU

A
YB

DELL
ATS

NI
EB

Y
A

M
L

ARET
AL

R
O

T
NE

MELTTES
T

NEVERP
OT

NEK
AT

EB
TSU

M
ER

A
C

ARTXE
EB

LL
AHS

L
AIRET

A
M

LLIFK
C

AB
.TS

OP
EHT

F
OT

NE
ME

C
ALPSI

D
.

N
OIT

C
AP

M
O

C
MU

MITP
O

OT
DET

C
AP

M
O

C

FI
DEIFI

D
O

M
EB

Y
A

M
ET

ALP
LI

OS
EHT,

DERET
NU

O
C

NE
SI

K
C

OR
FI

.REE
NI

G
NET

CEJ
ORP

EHT
YB

D EV
ORPP

A

Appendix A - System Configuration, 37’ 6”

INSTALLATION MANUAL



Lindsay Transportation Solutions Sales and Services, Inc (888) 800-3691 [U.S. toll free] or +1 (707) 374-6800 23

ELIATED
)02:1

ELA
CS(

M
AERTSPU

ESU
ERU

CES
OT

EL
OH

OTTU
OK

C
OLB

6,5,4
TS

OP

14
"8/5

1
491

"8/5
7

1TS
OP

2TS
OP

3TS
OP

.E
NIL

NI
ER

A
6

D
N

A
5,4

STS
OP

.
N

W
OHS

N
OIS

NE
MI

D
REP

4TS
OP

M
ORF

3
TS

OP
TESFF

O
.

N
W

OHS
N

OIS
NE

MI
D

REP
4

TS
OP

M
ORF

1
D

N
A

2
STS

OP
TESFF

O
.STS

OP
EHT

F
O

E
G

N
ALF

E
DISTU

O
EHT

OT
ER

A
S

N
OIS

NE
MI

D
LL

A

255
"4/3

12

'
C'.

MI
D

TS
OP

TH
GIEH

E
F

G

1

1TS
OP

2TS
OP

3TS
OP

4TS
OP

5TS
OP

6TS
OP

7TS
OP

TU
OK

C
OLB

D
N

A
TS

OP
SREHT

O
YB

DE
DIV

ORP
TU

OK
C

OLB
D

N
A

TS
OP

OT
DET

CE
N

N
O

CT
O

N
LE

N
AP

LI
AR

DR
AU

G
M

AEB-
W

TU
OK

C
OLB

D
N

A
TS

OP
OT

DET
CE

N
N

O
CT

O
N

LE
N

AP
LI

AR
DR

AU
G

M
AEB-

W

5091
"57

5091
"57

5091
"57

5091
"57

5 091
-0 15

"57
+ -

"0 "2

'B'.
MI

D
D

AEH
TH

GIEH

'
A'.

MI
D

LI
AR

TH
GIEH

5091
"57

03411
"6-'73

2
DR

A
D

N
ATS

NI
GEB

M
AEB-

W
Y

A
WH

GIH
LI

AR
DR

AU
G

TU
OK

C
OLB

O
N

2
D

N
A

1
TS

OP

)01
METI(

TIKTL
OB

R
AEHS

ESU
G

NITSIXE
OT

G
NILL

ATS
NI

NEH
W

7
TS

OP
T

A
LI

AR
DR

AU
G

M
AEB-

W

D
NU

OR
G

E
NIL

)01
METI(

TIK
TL

OB
R

AEHS
ESU

5TS
OPT

A

862
"61/9

01

GLI
ATED

)02:1
EL

A
CS(

M
AERTS

N
W

O
D

ESU
ERU

CES
OT

T
OLS

2TS
OP

OT
LI

AR

FLI
ATED

)02:1
EL

A
CS(

M
AERTSPU

ESU
ERU

CES
OT

EL
OH

OT TU
OK

C
OLB

3TS
OP

B
K

EL
A

CS

EZIS
.

O
N

G
W

D

TEEHS

.
VER

SUSTLX
2

FO2

.2.1

ABCD

ABCD

1
2

3
4

1
2

3
4

801001B.co
D

05:1

HT
OB

H
GU

ORHT
DETL

OB
SI

TL
OB

LI
AR

DR
AU

G
ERUS

NE
.7

TS
OP

T
A

TS
OP

D
N

A
TU

OK
C

OLB,SLE
N

AP
LI

AR
DR

AU
G

SI
LI

AR
DR

AU
G

M
AEB-

W
DR

A
D

N
ATS

F
O

TF
52

F
O

MU
MI

NI
M

A
Y

N
A

OT
R

OIRP
7

TS
OP

F
O

M
AERTS

N
W

O
D

DERIU
QER

.REIRR
AB

DI
GIR

OT
T

NE
MH

C
ATT

A
R

O
N

OITIS
N

ART

Appendix A - System Configuration, 37’ 6”
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Appendix A -Bill of Materials - X-Lite Tangent, 37’ 6”

Item Description Full System Kit Only
BSI-1310024-00 XLITE,CRIMPED POST SLOTS,GALV 1.00 1.00
BSI-1310027-00 XLITE,CRIMPED POST HOLES,GALV 1.00 1.00
BSI-1012086-00 POST II, X-LITE, GALV 1.00 1.00
BSI-1012078-00 LINE POST,X-LITE,GALV 3.00 -
BSI-1012103-00 IMPACT HEAD,X-LITE, GALV 1.00 1.00
BSI-1012093-00 SLIDER PANEL,FRONT,XLITE,GALV 1.00 1.00
BSI-1012090-00 Slider Bracket, X-Lite 1.00 1.00
BSI-1012096-00 BACK SLIDER PANEL,X-LITE,GALV 1.00 1.00
BSI-1012097-00 Ground Strut, X-Lite 2.00 2.00
BSI-1012098-00 Ground Strut Angle 1.00 1.00
BSI-1012104-00 Cable Anchor Assembly, X-Lite 1.00 1.00
K080123 Kit, X-Tension Shear Bolt, 2.00 2.00
BSI-1102027-00 WASHER,SQUARE,X-LITE,GALV 1.00 1.00
B090534 W-Beam Composite Blockout 8in, 4.00 -
4001115 Guardrail Bolt 5/8-11x 1 1/4 16.00 -
2001758 Guardrail Bolt 5/8-11 x 2” 2.00 -
2001840 Guardrail Bolt 5/8-11 x 10” 4.00 -
4001116 Guardrail Nut Recessed 5/8-11 24.00 2.00
2001580 Wshr 1" F436 Structural 2.00 2.00
4000443 W-Beam Guardrail RWM02a 3.00 -
BSI-1312100-00 Soil Plate 1.00 1.00
2000220 C-Scr HH 5/8-11x3 1/2 2.00 2.00
2001636 Wshr 5/8 F436     4.00 4.00
2000312 Nut HX 5/8-11 2.00 2.00
BSI-1303005-00 Bracket, X-Lite, Cable Retenti 1.00 1.00

INSTALLATION MANUAL
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Item Description Full System Kit Only
BSI-1310024-00 XLITE,CRIMPED POST SLOTS,GALV 1.00 1.00
BSI-1310027-00 XLITE,CRIMPED POST HOLES,GALV 1.00 1.00
BSI-1012086-00 POST II, X-LITE, GALV 1.00 1.00
BSI-1012078-00 LINE POST,X-LITE,GALV 5.00 -
BSI-1012103-00 IMPACT HEAD,X-LITE, GALV 1.00 1.00
BSI-1012093-00 SLIDER PANEL,FRONT,XLITE,GALV 1.00 1.00
BSI-1012090-00 Slider Bracket, X-Lite 1.00 1.00
BSI-1012096-00 BACK SLIDER PANEL,X-LITE,GALV 1.00 1.00
BSI-1012097-00 Ground Strut, X-Lite 2.00 2.00
BSI-1012098-00 Ground Strut Angle 1.00 1.00
BSI-1012104-00 Cable Anchor Assembly, X-Lite 1.00 1.00
K080123 Kit, X-Tension Shear Bolt, 2.00 2.00
BSI-1102027-00 WASHER,SQUARE,X-LITE,GALV 1.00 1.00
B090534 W-Beam Composite Blockout 8in, 6.00 -
4001115 Guardrail Bolt 5/8-11x 1 1/4 16.00 -
2001758 Guardrail Bolt 5/8-11 x 2” 2.00 -
2001840 Guardrail Bolt 5/8-11 x 10” 6.00 -
4001116 Guardrail Nut Recessed 5/8-11 26.00 2.00
2001580 Wshr 1" F436 Structural 2.00 2.00
4000443 W-Beam Guardrail RWM02a 4.00 -
BSI-1312100-00 Soil Plate 1.00 1.00
2000220 C-Scr HH 5/8-11x3 1/2 Gr5 MGal 2.00 2.00
2001636 Wshr 5/8 F436 Struct MGal     4.00 4.00
2000312 Nut HX 5/8-11 Gr5 Mgal 2.00 2.00
BSI-1303005-00 Bracket, X-Lite, Cable Retenti 1.00 1.00

Appendix A -Bill of Materials - X-Lite Tangent, 50’
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Appendix A -Bill of Materials - X-Lite Tangent, MGS 37’ 6”

Item Description Full System Kit Only
BSI-1310024-00 XLITE,CRIMPED POST SLOTS,GALV 1.00 1.00
BSI-1310027-00 XLITE,CRIMPED POST HOLES,GALV 1.00 1.00
BSI-1012086-00 POST II, X-LITE, GALV 1.00 1.00
BSI-1012078-00 LINE POST,X-LITE,GALV 3.00 -
BSI-1012103-00 IMPACT HEAD,X-LITE, GALV 1.00 1.00
BSI-1012093-00 SLIDER PANEL,FRONT,XLITE,GALV 1.00 1.00
BSI-1012090-00 Slider Bracket, X-Lite 1.00 1.00
BSI-1012096-00 BACK SLIDER PANEL,X-LITE,GALV 1.00 1.00
BSI-1012097-00 Ground Strut, X-Lite 2.00 2.00
BSI-1012098-00 Ground Strut Angle 1.00 1.00
BSI-1012104-00 Cable Anchor Assembly, X-Lite 1.00 1.00
K080123 Kit, X-Tension Shear Bolt, 2.00 2.00
BSI-1102027-00 WASHER,SQUARE,X-LITE,GALV 1.00 1.00
B090534 W-Beam Composite Blockout 8in, 5.00 -
4001115 Guardrail Bolt 5/8-11x 1 1/4 16.00 -
2001758 Guardrail Bolt 5/8-11 x 2” 2.00 -
2001840 Guardrail Bolt 5/8-11 x 10” 5.00 -
4001116 Guardrail Nut Recessed 5/8-11 25.00 2.00
2001580 Wshr 1" F436 Structural 2.00 2.00
4000443 W-Beam Guardrail RWM02a 3.00 -
BSI-1312100-00 Soil Plate 1.00 1.00
2000220 C-Scr HH 5/8-11x3 1/2 2.00 2.00
2001636 Wshr 5/8 F436 Struct  4.00 4.00
2000312 Nut HX 5/8-11 2.00 1.00
BSI-1303005-00 Bracket, X-Lite, Cable Retenti 1.00 1.00
BSI-1310016-KT Transition Kit, MGS, X-Lite 1.00 1.00
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X-LITE® TANGENT END TERMINAL
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Appendix A -Bill of Materials - X-Lite Tangent, 50’ MGS Short Panel

X-LITE® TANGENT END TERMINAL

Item Description Full System Kit Only
BSI-1310027-00 XLITE,CRIMPED POST HOLES,GALV 1.00 1.00
BSI-1310024-00 XLITE,CRIMPED POST SLOTS,GALV 1.00 1.00
BSI-1012086-00 POST II, X-LITE, GALV 1.00 1.00
BSI-1012078-00 LINE POST,X-LITE,GALV 6.00 -
BSI-1012103-00 IMPACT HEAD,X-LITE, GALV 1.00 1.00
BSI-1012093-00 SLIDER PANEL,FRONT,XLITE,GALV 1.00 1.00
BSI-1012090-00 Slider Bracket, X-Lite 1.00 1.00
BSI-1012096-00 BACK SLIDER PANEL,X-LITE,GALV 1.00 1.00
BSI-1101209-00 Ground Strut Assembly, X-Lite 2.00 1.00
BSI-1012098-00 Ground Strut Angle, GALV 1.00 1.00
BSI-1012104-00 Cable Anchor Assembly, X-Lite 1.00 1.00
K080123 Kit, X-Tension Shear Bolt, 2.00 1.00
BSI-1102027-00 WASHER,SQUARE,X-LITE,GALV 1.00 1.00
B090534 W-Beam Composite Blockout 8in, 7.00 -
4001115 Guardrail Bolt 5/8-11x 1 1/4 24.00 -
2001758 Guardrail Bolt 5/8-11 x 2” 2.00 -
2001840 Guardrail Bolt 5/8-11 x 10” 7.00 -
4001116 Guardrail Nut Recessed 5/8-11 35.00 2.00
2001580 Wshr 1 F436 Structural Gal 2.00 2.00
4000443 W-Beam Guardrail RWM02a 4.00 -
BSI-1310002-00 Panel, 3ft 1.5in,MGS, Galv, 1.00 -
BSI-1312100-00 Soil Plate, 18x18, Galv, 1.00 1.00
2000220 C-Scr HH 5/8-11x3 1/2 2.00 1.00
2001636 Wshr 5/8 F436 4.00 1.00
2000312 Nut HX 5/8-11 2.00 1.00
BSI-1303005-00 Bracket, X-Lite, Cable Retenti 1.00 1.00



Lindsay Transportation Solutions Sales and Services, Inc (888) 800-3691 [U.S. toll free] or +1 (707) 374-6800 Lindsay Transportation Solutions Sales and Services, Inc (888) 800-3691 [U.S. toll free] or +1 (707) 374-680034

INSTALLATION MANUAL

DLIATED
02:

1
ELA

CS

M
AERTSPU

ESU
EL

OH

M
AERTS

N
W

O
D

ESU
T

OLS

M
AERTSPU

ESU
T

OLS

CLIATED
02:

1
ELA

CS

BLIATED
02:

1
ELA

CS

ALIATED
)8:1

EL
A

CS(

53

43
73

]
[

9

A

5
4

71

3
3

4

5

6

9

41
61

51
61

)01
METI(

STL
OB

R
AEHS

STL
OB

R
AEHS

F
O

S
D

AEH
E

DIS
CIFF

ART
N

O

51
61

REHS
A

W/TU
N/TL

OB
ESU

LL
ATS

NI
OT)43/61/5 1

S
METI(

,)7
METI(

K
C

AB,LE
N

AP
RE

DILS
DEP

MIR
C

OT)21
METI(TU

OK
C

OLB
SS

APT
O

N
O

D,)1
METI(TS

OP
M

AEB-
W

H
GU

ORHTTL
OB

.SLE
N

AP
LI

AR
DR

AU
G

11

61

61
51

7LL
ATS

NI
OT)61/51

S
METI(TU

N/TL
OB

ESU
E

NIL
OT)21

METI(TU
OK

C
OLB

SS
A PT

O
N

O
D,)3

METI(TS
OP

M
AEB-

W
H

GU
ORHTTL

OB
.SLE

N
AP

LI
AR

DR
AU

G

61
51

81

81

81

2

51

41
61

02

1

91

31
61

X4

61
31

X4

61
31

X4

8

31
61

X4

3323

63

13

43

73

61
51

1LENAP

2LENAP

3LENAP

4LENAP

B

CD

3

3
3

3
21

N
W

OHST
O

N

51

61

X2X4

X2

X7

B
C

:YB
D'RPP

A

:YB
N

W
AR

D

:ET
A

D
D'RPP

A

:ET
A

D
N

W
AR

D

EL
A

CS

EZIS
.

O
N

G
W

D

ELTIT

TEEHS

.
VER

.4 .5

ABCD

ABCD

1
2

3
4

1
2

3
4

801001B.co
D

LI
AR

DR
AU

G
M

AEB-
WTSRIF

OT)5
METI(T

N
ORF,LE

N
AP

RE
DILS

LL
ATS

NI
.1

.E
DIS

CIFF
ART

N
O

EB
OT

STU
N

XEH.61
&

31
S

METI
G

NISU
LE

N
AP

LI
AR

DR
A U

G
M

AEB-
W

D
N

O
CES

OT)6
METI( TEK

C
ARB

R E
DILS

LL
ATS

NI
.2

.61
&

31
S

METI
G

NISU
LE

N
AP

LI
AR

DR
AU

G
M

AEB-
W

D
N

O
CES

D
N

ATSRIF
ERU

CES
2

&
1

SPETS
RETF

A
.3

.E
DIS

CIFF
ART

N
O

EB
OT

STU
N

XEH.6 1
&

31,7
S

METI
G

NISU
LE

N
AP

Y
A

M
ET

ALP
LI

OS
D

N
ATS

OP
EHT,

DERET
NU

O
C

NE
SI

LI
OS

FFITS
R

O
K

C
OR

FI
ER

A
C

ARTXE
.EL

OH
EHT

G
NIL LIFK

C
AB

D
N

A
G

NIRE
GU

A
YB

DELL
ATS

NI
EB

F
OT

NE
ME

C
ALPSI

D
L

ARET
AL

R
OT

NE
MELTTEST

NEVERP
OT

NEK
AT

EBTSU
M

MU
MITP

O
OT

DET
C

AP
M

O
C

EB
LL

AHS
L

AIRET
A

M
LLIFK

C
AB

.TS
OP

EHT
.

N
OIT

C
AP

M
O

C

FI
DEIFI

D
O

M
EB

Y
A

M
ET

ALP
LI

OS
EHT,

DERET
NU

O
C

NE
SI

K
C

OR
FI

.R EE
NI

G
NET

CEJ
ORP

EHT
YB

DEV
ORPP

A

SL
AV

ORPP
A

TF
05,T

NE
G

N
AT

ETIL-X
S

G
M

OT
N

OITIS
N

ART
LE

N
AP"2/1

7-'51
HTI

W

L05S
G

M-SUSTLX
G

NI
W

ARD
EL

A
CST

O
N

OD

N
OIT

CEJ
ORP

EL
G

N
A

DRIHT

41/52/90
4442

A
41/52/11

3352
B

41/80/21
0452

C VER
#

N
CE

ET
A

D

41/52/90
T

MJ

F
AJ

41/92/90

S
METSYS

REIRR
AB

daoRreviR
081

17549
A

C,atsiV
oiR

1963-008-888:leT
moc.cnis

metsysreirrab.
w

w
w

©

2
FO1

.
C

NI
S

METSYS
REIRR

AB
0102

SIHT
NI

DE
NI

AT
N

O
C

N
OIT

A
MR

OF
NI

EHT
F

O
YTREP

ORP
EL

OS
EHT

SI
G

NI
W

AR
D

N
OIT

CU
D

ORPER
Y

N
A.

C
NI

S
METSYS

RE IRR
AB

NETTIR
W

EHTTU
OHTI

W
EL

OH
W

R
OTR

AP
NI

SI.
C

NI
S

METSYS
REIRR

AB
F

O
N

OISSI
MREP

.
DETIBIH

ORP

DEIFI
CEPS

ESI
WREHT

O
SSEL

NU
.SEH

C
NI

NI
ER

A
S

N
OIS

NE
MI

D
:ER

A
SE

C
N

AREL
OT

S
N

OIT
C

ARF
61/1

L
A

MI
CE

D
=

XX.
30.

=
XXX.

010.

SEL
G

N
A

2/1 D
N

A
S

N
OIS

NE
MI

DTERPRET
NI

E
MS

A
REP

SE
C

N
AREL

OT
4991-5.41Y

84:1



Lindsay Transportation Solutions Sales and Services, Inc (888) 800-3691 [U.S. toll free] or +1 (707) 374-6800 35

X-LITE® TANGENT END TERMINAL

ELI
ATED

)02:1
EL

A
CS(

M
AERTSPU

ESU
ERU

CES
OT

EL
OH

OTTU
OK

C
OLB

9-4TS
OP

14
"8/5

1
491

"8/5
7

1TS
OP

2TS
OP

3TS
OP

.E
NIL

NI
ER

A
9-4

STS
OP

.
N

W
OHS

N
OIS

NE
MI

D
REP

4TS
OP

M
ORF

3TS
OPTESFF

O
.

N
W

OHS
N

OIS
N E

MI
D

REP
4TS

OP
M

ORF
1

D
N

A
2

STS
OPTESFF

O
.STS

OP
EHT

F
O

E
G

N
ALF

E
DISTU

O
EHT

OT
ER

A
S

N
OIS

NE
MI

D
LL

A

4TS
OP

255
"4/3

12

508
"4/3

13

E
F

G
1

1TS
OP

2TS
OP

3TS
OP

4TS
OP

5TS
OP

6TS
OP

7TS
OP

TU
OK

C
OLB

D
N

ATS
OP

OT
DET

CE
N

N
O

CT
O

N
LE

N
AP

LI
AR

DR
AU

G
M

AEB-
W

TU
OK

C
OLB

D
N

A
TS

OP
OT

DET
CE

N
N

O
C

T
O

N
LE

N
AP

LI
AR

DR
AU

G
M

AEB-
W

8TS
OP

9
TS

OP

0 72
"8/5

01

5091
-0 15

"57
+ -

"0 "2

5091
"57

5091
"57

5091
"57

5091
"57

5091
"57

5091
"57

5091
"57

259
"2/1

73

29161
"2/1

1-'35

439
"4/3

63
787
"13

2
LI

AR
S

G
M

NI
GEB

)01
METI(TIKTL

OB
R

AEHS
ESU

7
D

N
A

5
STS

OPT
A

D
NU

OR
G

E
NIL

2TS
OP

D
N

A
1TS

OP
TU

OK
C

OLB
O

N
"2/1

7-'51
LE

N
AP

N
OITIS

N
ART

GLI
ATED

)02:1
EL

A
CS(

M
AERTS

N
W

O
D

ESU
ERU

CES
OTT

OLS
2TS

OP
OT

LI
AR

FLIATED
)02:1

EL
A

CS(

M
AERTSPU

ESU
ERU

CES
OT

EL
OH

OTTU
OK

C
OLB

3TS
OP

B
C

EL
A

CS

EZIS
.

O
N

G
W

D

TEEHS

.
VER

ABCD

ABCD

1
2

3
4

1
2

3
4

801001B.co
D

L05S
G

M-SUSTLX
2

FO2

.1 .2

06:1

HT
OB

H
GU

ORHT
DETL

OB
SI

TL
OB

LI
AR

DR
AU

G
ERUS

NE
.9

&
8,7

TS
OP

T
A

TS
OP

D
N

A
TU

OK
C

OLB,SLE
N

AP
LI

AR
DR

AU
G

SI
LI

AR
DR

AU
G

M
AEB-

W
F

O
NI

6
TF

21
F

O
MU

MI
NI

M
A

Y
N

A
OT

R
OIRP

9
TS

OP
F

O
M

AERTS
N

W
O

D
DERIU

QER
.REIRR

AB
DI

GIR
OT

T
NE

MH
C

ATT
A

R
O

N
OITIS

N
ART



Lindsay Transportation Solutions Sales and Services, Inc (888) 800-3691 [U.S. toll free] or +1 (707) 374-6800 Lindsay Transportation Solutions Sales and Services, Inc (888) 800-3691 [U.S. toll free] or +1 (707) 374-680036

INSTALLATION MANUAL

Appendix A -Bill of Materials - X-Lite Tangent, 50’ MGS Long Panel

Item Description Full System Kit Only
BSI-1310027-00 XLITE,CRIMPED POST HOLES,GALV 1.00 1.00
BSI-1310024-00 XLITE,CRIMPED POST SLOTS,GALV 1.00 1.00
BSI-1012086-00 POST II, X-LITE, GALV 1.00 1.00
BSI-1012078-00 LINE POST,X-LITE,GALV 6.00 -
BSI-1012103-00 IMPACT HEAD,X-LITE, GALV 1.00 1.00
BSI-1012093-00 SLIDER PANEL,FRONT,XLITE,GALV 1.00 1.00
BSI-1012090-00 Slider Bracket, X-Lite 1.00 1.00
BSI-1012096-00 BACK SLIDER PANEL,X-LITE,GALV 1.00 1.00
BSI-1101209-00 Ground Strut Assembly, X-Lite 2.00 1.00
BSI-1012098-00 Ground Strut Angle, GALV 1.00 1.00
4001116 Guardrail Nut Recessed 5/8-11 2.00 1.00
BSI-1012104-00 Cable Anchor Assembly, X-Lite 1.00 1.00
K080123 Kit, X-Tension Shear Bolt, 2.00 1.00
BSI-1102027-00 WASHER,SQUARE,X-LITE,GALV 1.00 1.00
B090534 W-Beam Composite Blockout 8in, 7.00 -
4001115 Guardrail Bolt 5/8-11x 1 1/4 16.00 -
2001758 Guardrail Bolt 5/8-11 x 2” 2.00 -
2001840 Guardrail Bolt 5/8-11 x 10” 7.00 -
4001116 Guardrail Nut Recessed 5/8-11 27.00 2.00
2001580 Wshr 1 F436 Structural Gal 2.00 2.00
4000443 W-Beam Guardrail RWM02a 3.00 -
BSI-1403002-00 Panel, 15ft 7.5 in, MGS, Galv 1.00 -
BSI-1312100-00 Soil Plate, 18x18, Galv, 1.00 1.00
2000220 C-Scr HH 5/8-11x3 1/2 2.00 1.00
2001636 Wshr 5/8 F436    4.00 1.00
2000312 Nut HX 5/8-11 2.00 1.00
BSI-1303005-00 Bracket, X-Lite, Cable Retenti 1.00 1.00
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X-TENSION® SYSTEM

X-Tension Introduction  

Introduction  

The X-Tension Guardrail End Terminal has been designed and tested to meet the evaluation  
criteria of NCHRP 350 Test Level 3.  

The system has been tested to the guidelines in NCHRP 350 for a non-gating, re-directive  guard-
rail end treatment. When correctly installed and maintained, the system is capable of  stopping, 
containing, or re-directing an errant vehicle in a safe manner under NCHRP 350 impact  condi-
tions.  

The X-Tension Guardrail End Terminal is the world’s first fully re-directive, non-gating guardrail  
terminal end. The unique X-Tension technology is a tension based solution rather than  compres-
sion based. It offers exceptional vehicle control and energy absorbing capabilities in head  on 
impacts, where the energy is absorbed with resistance at the impact head rather than being  trans-
ferred down the rail as occurs with other systems. Even head on, high angle (15o during  testing) 
impacts on the nose resulted in the vehicle being redirected and controlled.  

System Overview  

The X-Tension Guardrail End Terminal is designed and constructed to provide acceptable  struc-
tural adequacy, minimal occupant risk and safe trajectory as set forth in NCHRP 350 for  guard-
rail terminal ends.  

When impacted head on with an 820 – 2000kg (1800 – 4400lb) vehicle at speeds of up to 100kph  
(62 mph), the impacting vehicle is brought to a controlled stop or allowed to penetrate to the back  
side, depending on the impact conditions.  

Before Installation  

Placement and use of the X-Tension Guardrail End Terminal should be done in accordance with  
the guidelines and recommendations set forth in the “AASHTO Roadside Design Guide”, FHWA  
memoranda and other state and local standards.  

Depending on the application and circumstances at the site, installation and assembly of a Test  
Level 3 system should take a two person crew less than two hours.  

The X-Tension Guardrail End Terminal is a highly engineered safety device made up of a  rela-
tively small number of parts. Before starting installation ensure that one is familiar with the  make 
up of the system.   
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STANDARD LIMITED WARRANTY
 

Lindsay Transportation Solutions, Inc. “LTS” ( formerly Barrier Systems ) has tested the impact
performance of its barriers and crash cushion systems, and other highway safety hardware under
controlled conditions, however, LTS does not represent nor warrant that the results of those controlled
conditions would necessarily avoid injury to persons or property. LTS EXPRESSLY DISCLAIMS ANY
WARRANTY OR LIABILITY FOR CLAIMS ARISING BY REASONS OF DEATH OR PERSONAL
INJURY OR DAMAGE TO PROPERTY RESULTING FROM ANY IMPACT, COLLISION OR 
HARMFUL CONTACT WITH THE PRODUCTS OR NEARBY HAZARDS OR OBJECTS BY ANY
VEHICLE, OBJECTS OR PERSONS.

 
LTS warrants that any product or component part manufactured by LTS will be free from defects in
material or workmanship. LTS will replace free of cost any Product or component part manufactured by
LTS that contains such a defect.

 
THE FOREGOING WARRANTY IS IN LIEU OF AND EXCLUDES ALL OTHER WARRANTIES
NOT EXPRESSLY SET FORTH HEREIN, WHETHER EXPRESS OR IMPLIED BY OPERATION
OF LAW OR OTHERWISE, INCLUDING BUT NOT LIMITED TO ANY IMPLIED WARRANTIES 
OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.

 
LTS’ LIABILITY UNDER THIS WARRANTY IS EXPRESSLY LIMITED TO REPLACEMENT
FREE OF COST (IN THE FORM AND UNDER THE TERMS ORIGINALLY SHIPPED), OR TO 
REPAIR OR TO MANUFACTURE BY LTS, PRODUCTS OR PARTS NOT COMPLYING WITH
LTS SPECIFICATIONS, OR, AT LTS’ ELECTION, TO THE REPAYMENT OF AN AMOUNT
EQUAL TO THE PURCHASE PRICE OF SUCH PRODUCTS OR PARTS, WHETHER SUCH 
CLAIMS ARE FOR BREACH OF WARRANTY OR NEGLIGENCE. LTS SHALL NOT BE LIABLE
FOR ANY INCIDENTAL, CONSEQUENTIAL OR SPECIAL LOSSES, DAMAGES OR EXPENSES 
OF ANY KIND, INCLUDING, WITHOUT LIMITATION, ANY SUCH LOSSES, DAMAGES OR 
EXPENSES ARISING DIRECTLY OR INDIRECTLY FROM THE SALE, HANDLING OR USE OF 
THE PRODUCTS FROM ANY OTHER CAUSE RELATING THERETO, OR FROM PERSONAL
INJURY OR LOSS OF PROFIT.

 
Any claim by the Buyer with reference to Products sold hereunder for any cause shall be deemed waived 
by the Buyer unless LTS is notified in writing, in the case of defects apparent on visual inspection,
within ninety (90) days from the delivery date, or, in the case of defects not apparent on visual
inspection, within twelve (12) months from the said delivery date.  Products claimed to be defective may
be returned prepaid to LTS’ plant for inspection in accordance with return shipping instructions that
LTS shall furnish to the Buyer forthwith upon receipt of the Buyer’s notice of claim. If the claim is 
established, LTS will reimburse that Buyer for all carriage costs incurred hereunder.

 
The forgoing warranty benefits shall not apply to (i) any Products that have been subject to improper
storage, accident, misuse or unauthorized alterations, or that have not been installed, operated and
maintained in accordance with approved procedures and (ii) any components manufactured by the 
Buyer.

 
W030587 Rev. 8 revised February 4, 2013

 
 
 
 
 

180 River Road •    Rio Vista, CA 94571 •    Tel. +1 (707) 374-6800 •    Fax. +1 (707) 374-6801
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X-Tension Introduction (continued)  

Limitations and Warnings  

The X-Tension Guardrail End Terminal has been rigorously tested and evaluated per the  
recommendations in the NCHRP 350 guidelines for terminals and crash cushions. The impact  
conditions recommended in NCHRP 350 are intended to address typical in–service collisions.  

When properly installed and maintained, the system is capable of containing and re-directing  
impacting vehicles in a predictable and safe manner under the NCHRP 350 impact conditions.  

Vehicle impacts that vary from the NCHRP 350 impact conditions described for guardrail end  
terminals may result in significantly different results than those experienced in testing. Vehicle  
impact characteristics different than or in excess of those encountered in NCHRP 350 testing may  
result in system performance that may not meet the NCHRP 350 evaluation criteria.  

Safety Statements  

General Safety  
All required traffic safety precautions should be complied with. All workers should wear required  
safety clothing (high visibility vests, steel capped footwear, gloves, hard hats, safety glasses etc.)  

All underground services must be located before installation of any posts.  

Only Authorized trained personnel should operate any machinery. Where overhead machinery is  
used, care must be taken to avoid any overhead hazards.  

Gloves should be worn at all times. Particular care should be taken to avoid galvanizing spikes.  

X-Tension Safety Statements  
All installers must be well clear of post driving machinery when in use.  

Avoid placing hands or fingers in and around moving parts when components are being lifted and  
manoeuvred into place. (i.e. around splice holes, etc.) permeable   

The cables should be fitted by one person only. Other workers should stand clear to avoid being  
caught  in moving cables.  

Securely fasten the impact head and rail before turning the friction plate.  

The friction plate should be turned manually with a crow bar and extension handle. Do not attempt  
to turn it with the assistance of machinery. Ensure crow bar is securely held while the 4 locking  
bolts are tightened.   

X-TENSION® SYSTEM
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X-Tension Parts Identification   

INSTALLATION AND MAINTENANCE MANUAL

Impact Head
(1 Required)
B061072

Friction Plate
(1 Required)
B061058

Soil Anchor
(1 Required)
B061104

Slider Bracket + Angle Bar
(1 Required Roadside – 2 Median)

B061079

Cable Bracket
(1 Required)
B061083

Cable Assembly
(2 Required)
B061109

Slider Panel
(1 Required Roadside – 2 Median)

B061088

Post 1 - Top
(1 Required)
B061099

Ground Strut
(1 Required)
B061094
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X-TENSION® SYSTEM

Post # 2 (1 Req.)
Roadside can be CRT Timber

B061100

Galv. Line Post (3-6)
(CRT Timber Posts allowed roadside)

BSI-1012078-00

 Post #1 Bottom
(1 Required)
B061098

W-Beam Guardrail RWM02a
(3 Required Roadside – 5 Median)

 4000443

Median Radius Rail 1 (12’-6”) 
(1 Required – Shop Curved)

B070233

Median Secondary Head  
(1 Required)
B070219   

 Shear Bolts
8 Required Roadside - 16 Median)

K080123

Blockout (Plastic or Timber)
(5 Required Roadside – 10 Median)

B090534

   Hardware Set
(Roadside)

K070202 & K070204

X-Tension Parts Identification   
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X-Tension – Preparation for all Applications   
 
Preparation   
 
Before installing an X -Tension, ensure that all materials required for an 11.4 m (38 ft) system 
are  on site and have been identified. See bill of materials for the particular application and parts  
identification sheet.  

Ensure that the area where the X-Tension is to be installed is flat enough so that the soil  anchor 
will not protrude more than 100mm (4 in) from ground level, when measured with a  straight line 
over a 1.5m (5 ft) cord.  Minor site grading may be required.  

Soil Conditions  
The X-Tension has been designed to be installed in median or edge of road locations and in  soil 
that meets or exceeds the AASHTO “standard soil” specification.  If rock or saturated soil  is en-
countered during post installation, refer to appropriate State specifications.  Guidelines  will vary 
from State to State.   

Tools Required  
The same tools required to install standard highway guardrail will also install an X-Tension.  Spe-
cifically: Sockets (commonly used in Guardrail),  Drill, Wrenches, Large Crow Bar, String  line, 
Level, Augers, Tampers and Post Pounders commonly  used in driving posts.  

Before Starting  
For all applications, begin the installation from the downstream end of the terminal at the  point 
where it joins the standard guardrail (post 7).  

For the tangent and flared applications, the X-Tension connects directly to standard steel post  or 
timber post strong post W – beam highway guardrail, SGR04a-b.  

The median application X-Tension connects directly to standard steel post or timber post  
strong post W-beam median barrier SGM04a-b  

Follow step by step instructions for the appropriate application.  

Important Note about posts and blockouts:   
 
Tangent & Flared Systems:   
Post 1 steel – Post 2 either CRT timber or crimped steel   
Post 3-6 either CRT timber or standard steel I beam posts  

Median system:    
Posts 1 & 2 are always crimped steel.   
Posts 3 – 6 are standard steel I beam posts   
Blockouts may be either composite or timber.   

INSTALLATION AND MAINTENANCE MANUAL
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X-Tension - Tangent Installation Instructions  

At  
Post 7  

At  
Post 5  

At  
Post 3  

At  
Post 1  

Step 1 - Set Out  
The tangent terminal is essentially an 11.4m (38 ft) continuation of the standard guardrail run.  

Pull a string line out with the desired offset (0 -450mm : 0-1.5 ft) over the length of the system, in  
a straight flare (Figure 1). The system should not be installed on parabolic curve.  The string  
line should be set to follow the roadside edge of the posts.    

All the posts except post #1 have a blockout so take care to place the roadside face of      
post #1 200mm (8 in) towards the roadway to compensate for the lack of blockout.    

X-TENSION® SYSTEM
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Step 2 – Installing Posts 6- 2  

Begin installing posts 2 – 6 at standard highway 
post spacing, 75” (1905mm) and post height, 28 
1/4” (720mm) or 31 3/4” (805mm) depending on the 
height of the system being installed.

Please note: Post 1 consists of two parts, Post 1 
Top and Post 1 Bottom.  Post 1 Top is different for 
27 ¾” systems vs 31” systems .  Ensure that the 
correct Post 1 Top is installed for the appropriate 
height system.  Post 1 Top is not interchangeable 
between 27 ¾” and 31”  height systems.

All posts should be the same height  from 
ground level throughout the entire  system.   

Posts #6 to #3 are either standard “I” beam  
posts OR timber CRT posts. Post 2 is either  the 
Special “I” beam post or a timber CRT (see  parts 
identification photo).  

Posts may be directly driven, or in stiff soils a  
150mm (6 in) diameter hole drilled, and the  post 
then driven into the hole. The post may  also be 
placed in an oversized augured hole  but care 
must be taken to ensure the backfill is properly 
compacted.  

Hint:  Offset Post 3 back from the string line  40-
50mm (up to 2 in) to make it easier to push   rail 1 
and Slider Panel over rail 2.  

When driving steel posts, ensure that a driving  
cap with timber or plastic insert is used to  prevent 
damage to the galvanizing on the top  of the posts.   

Ensure that Post 2 has the post bolt holes on  the 
side nearest the rail 

Notches go to the  backside as shown and are 
only used on the  median application. 
(Figure 2)

Bolt the blockout to the post at post 3, prior to 
attaching to the rail (Figure 3).     

Figure 1.  Pull a string line with the desired offset.   

Figure 2.  Holes on straight rail side, notches on 
the backside.   

Figure 3. Bolt the blockout to post 3 prior to 
attaching the rail.   

X-Tension - Tangent Installation Instructions  

INSTALLATION AND MAINTENANCE MANUAL
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Step 3 – Post 1, Ground Strut and Soil Anchor  
Place the roadside face of post 1 bottom anchor, 200mm (8 in) towards the roadway to  
compensate for the lack of blockout (Figure 4). Post 1 bottom, the Ground Strut and the Soil  

Anchor are then placed parallel to the string line at this roadside offset position.  

Drive or place the bottom of post 1 in the augured hole so that no more than 75mm (3 in)  [100mm 
(4 in max)] protrudes above ground level (Figure 5). Use the Ground Strut as a template  to place 
the Soil Anchor in the correct place. The Soil Anchor can then be driven into place or  placed in an 
augured hole and backfilled.  The Ground Strut should be level or lower at the  anchor end than at 
the post 1 bottom end.  

Place post 1 top in the post 1 bottom anchor ensuring that the post bolt notches are at the top 
and  facing the Soil Anchor (Figure 6). Use M16 x 200mm (5/8 in x 8 in) hex head bolt with nut and  
washers. Do not over tighten bolt.   

Figure 4. Measure 8 in. towards roadway. 	 Figure 5.  Drive post 1 into augured hole.	 Figure 6. Post 1 top in post bottom.  

Step 4 – Hang Rail 3 and Cable Anchor Bracket   
Rail 3 is installed like standard  
guardrail with post 6 at the  center 
of the rail and blockouts  between 
the rail and post. Place  the Cable 
Anchor Bracket on the  back of the 
rail at the joint  between rail 3 and 
rail 4 (post  7).   

The two “boxes” on the cable  
bracket should be on the impact  
head side of the splice joint.   At-
tach rails to post with post bolt  and 
splice rail 3 to rail 4 with 8  standard 
splice bolts (Figure 7).     

Figure 7.  Splice rail 3 to rail 4 with 8 standard splice bolts.   

X-Tension - Tangent Installation Instructions  

X-TENSION® SYSTEM
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Figure 10.  Bolt Slider Bracket to end of rail 2 at post 3. 	 Figure 11.  Remove angle bar bolts.   

Step 5 – Hang Rail 2 and Shear Bolts  
Before installing rail 2, double check that the blockout is already bolted to post 3.  

Bolt rail 2 to the post and blockouts at posts 4 and 5 with the appropriate post bolt (Figure 8).   

DO NOT BOLT THE RAIL TO POST 3.    

Splice rail 2 to rail 3 with the 8 special shear bolts (yellow) supplied (Figure 9).  Put the  
washer and nut on inside of rail.      

IMPORTANT  NOTE: DO NOT USE STANDARD SPLICE BOLTS AT POST 5 SPLICE.  DO  
NOT USE AN AIR-IMPACT WRENCH TO TIGHTEN SHEAR BOLTS.  SHEAR BOLTS WILL  
BREAK IF OVER-TIGHTEND.   

Figure 8.  Bolt rail 2 to post and blockouts. 		               Figure 9.  Splice rail 2 to rail 3 with 8 special shear bolts.  

Step 6 – Attach Slider Bracket to Rail 2   

Bolt the Slider Bracket to the end of rail 2 at post 3 (Figure 10).  Use 4 standard splice bolts.  The  
angle bar end should be closest to the Impact Head end.  
Remove the angle bar and 2 x M20 x  25mm (3/4 in x 1 in) bolts (Figure 11).   

X-Tension - Tangent Installation Instructions  

INSTALLATION AND MAINTENANCE MANUAL
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Step 7 – Assemble Slider Panel onto Rail 1  
Start by sitting rail 1 on a blockout or post so that it is raised off the ground as shown (Figure 12).   
Slide the Slider Panel onto the downstream end of rail at post 3 location (Figure 13) and bolt into  
place using 4 standard splice bolts, pushing the bolt through from the inside of the slider to the  
outside so that the nut is on the traffic face.   

The curved and reinforced (post breaker) end of Slider Panel sits at the rail end.  

Use guardrail pin bar or crow bar to assist with lining up splice holes.   

Figure 12. Sit rail 1 so it is raised off the ground.  

Step 8 – Hang Rail 1   

Figure 13. Slide the Slider Panel onto downstream end.   

Lift rail 1 with Slider Panel attached and push the slider end over rail 2 (Figure 14). Overlap the  
rails as per a standard splice joint overlap.  

Bolt rail 1 and blockout to post 2 using a standard post bolt that is supplied (Figure 15).  

Re-attach the angle bar to the slider bracket on the backside of the rail (Figure 16).   

Figure 14.  Push Slider Panel over rail 2. 	 Figure 15.  Bolt rail 1 and blockout to post 2.  	 Figure 16.  Reattach the angle bar.   

X-Tension - Tangent Installation Instructions  

X-TENSION® SYSTEM
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Figure 17. Attach Impact Head to rail 1.

Step 9 – Attach Impact Head  
Place Impact Head on upstream end of rail 1 and attach using 8 standard splice bolts with nuts  on 
traffic face (Figure 17). Hint: Place bottom two bolts first then use guardrail pin bar to lever  head 
up snug onto rail.  

Bolt head and rail 1 to post 1 using the supplied M16 x 50mm (5/8 in x 2 in) guardrail post bolt.   
Ensure to use a 5/8” hex nut at post 1. Use a 50mm x 50mm (2 in x 2 in) washer under the nut 
on the inside of post 1 (Figure 18).   

Step 10 – Place the Cables  
Push the cables under the steel strap on the Ground Strut (Figure 19) and forward through the  
holes at the top of the anchor. Lay the cables out parallel to the guardrail, downstream from the  
anchor.  

Ensure that bottom cable (Cable B in Diagram 1) has half the thread protruding through the an-
chor, as  shown.  Ensure the top cable has the nut wound on a least two turns past the end of the 
thread  (Figure 20).   Cable A should always pass through the top hole on the impact head. Cable 
B should always pass through the bottom hole on the impact head as shown in Diagram 1.

In addition, ensure that the bottom cable passes through the ground strut hole nearest the straight 
(non-radius) side of the system.

Figure 20.  Thread the nuts as shown.   Figure 19.  Push cables under steel strap on 
Ground Strut.

Diagram 1.  

Figure 18. Bolt head and rail 1 to post 1 with 
washer & 5/8” hex nut. 

INSTALLATION AND MAINTENANCE MANUAL
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Figure 23. Use crow bar to turn Friction Plate.                                       Figure 24. Use socket to lock bar in the turned position.  

Step 11 – Installing the Cables   
 
Install the Friction Plate in the top of the Impact Head, adjustment hole up.  Take the cable closest  
to the road, pick up the downstream cable fitting and walk to the head, passing the cable through  
the bottom hole, through the Friction Plate (Figure 21) and out the backside of the Impact Head.   

Now thread the cable down the backside of the rail following the bottom trough of the W-beam  
and attach to the bottom “box” on the Cable Bracket at post 7.  Repeat this process with the  other 
cable but push it through the top hole and thread it along the top trough of the W-beam.   
Place the nuts and washer on the cables at the Cable Bracket end but only run them a few turns  
(Figure  22).   

Do not tighten cables at this stage (or the Friction Plate will not turn)      

Figure 21. Pass the cable through the bottom hole.	 Figure 22. Do not tighten nuts at this time.  

Step 12 – Turning the Friction Plate  

Put a crow bar through the hole at the top of the friction plate (Figure 23) and turn it to the final  
position. Using a socket, tighten the 4 - M20 x 75mm (3/4 in x 3 in) bolts on the side of the impact  
head to lock the bar in the turned position (Figure 24).   

Diagram 1.  

X-TENSION® SYSTEM
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Step 13 – Tightening the Cables  
Only tighten the cables using the nuts at the Cable Bracket end (post 7) (Figure 25).   
Do not tighten the cable nuts at front of the Ground Anchor.   
 
Tighten the cables until they are taut, i.e. they rest in the backside of the W-beam and do not   
visibly sag between posts (Figure 26). There is no torque requirement for the cables.   

                Figure 25.  Tighten cables at Cable Bracket end (post 7).		  Figure 26.  Tighten cables until they are taut.  

Step 14 – Attach Nosing  
Push nosing into place on the front of the impact head.  Attach using the supplied nylon push  
rivets (Figure 27).    

Delineation to be attached to nosing, as per the Local Authorities requirements.   

Figure 27. Attach nose using nylon push rivets.   

INSTALLATION AND MAINTENANCE MANUAL
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0 - 1.2 m (0 - 4 ft)  

This section deals with installation of a Flared X-Tension system in a roadside guardrail terminal  
end application.  

Apart from the initial set out, the flared X-Tension and installation procedure is identical to the  
Tangent system, the only difference being the amount of offset used.  

Site preparation   
The Flared terminal may be installed either parallel to the edge of the roadway (tangent) or with  
the impact head end of the rail offset by up to 1.2m (4 ft) away from the road (Figure 28) in a  
straight flare, over the length of the system. The system should not be installed on parabolic  
curve.   

Ensure that the area where the X-Tension is to be installed is flat enough so that the anchor will  
not protrude more than 75 mm (3 in) [100 mm (4 in) max] above ground level, when measured  
with a straight line over a 1.5m (5 ft) cord.  Minor site grading may be required.   

Figure 28. Maximum offset is 1.2 m (4 ft).   

X-Tension - Flared Installation Instructions  

X-TENSION® SYSTEM
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Figure 30. Place roadside face of post 1 towards roadway.   

0 - 1.2 m (0 - 4 ft)   

                  Figure 29. Pull string line to follow roadside edge of posts.  
                                                                                                                       Figure 31. Place Ground Strut parallel to string line.  

Now follow steps 2 – 14 in the Tangent installation instructions.   
Note: The “kink” in the line of rail between rail 3 and rail 4 (at post #7) is  
formed by simply pushing the rails around to follow the flared line of posts.  
This is not factory bent.   

Step 1 - Set Out  
Pull a string line out with the desired offset (0 -1.2m; 0-4 ft)   

Note that the flare is a straight flare, over the length of the system (11.4m; 38 ft)  

The string line should be set to follow the roadside edge of the posts (Figure 29).    

All the posts except post 1 have a blockout so take care to place the roadside face of post 1  
200mm (8 in) towards the roadway (Figure 30).   

Post 1 bottom, the Ground Strut and the Soil Anchor are then placed parallel to the string line on  
the roadside of it (Figure 31).   

X-Tension - Flared Installation Instructions  

INSTALLATION AND MAINTENANCE MANUAL
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Slider Brackets   

Figure 32. X-Tension median installation.   

Post 5 Shear Bolts   

Median Radius Rail   

Impact Head   

Median Impact Head   

This section deals with installation of a X-Tension Median Attenuator System (X-MAS) as a median 
guardrail terminal end application.  

Site preparation   
The X-Tension Median Attenuator System is installed parallel to the standard median barrier, 
therefore no  offset is used (Figure 32).   

Ensure that the area where the X-Tension is to be installed is flat enough so that the soil anchor  
will not protrude more than 100mm (4 in) [preferred 75 mm 3 in)]  from ground level when  
measured with a straight line over a 1.5m (5 ft) cord.  Minor site grading may be required.   

X-MAS - Median Installation Instructions  

X-TENSION® SYSTEM
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Step 1 - Set Out  
The X -Tension Median Attenuator is essentially one Tangent X-Tension installed parallel to one 
side of the median barrier (Figure 33), with a small number of additional components and rail 
attached parallel with the other side of the barrier (Figure 34).  

Pull a string line out the length of the system, parallel with the median barrier posts.   

The string line should be set to follow the side of the posts, on the side that it is desired to install  
the tangent X-Tension.  

The X-Tension portion (straight side) of the X-Tension Median Attenuator should always be 
installed on the side with approach traffic. See Diagram 2.

Figure 33. Essentially a tangent system 
installed parallel to   median barrier.   

Figure 34. Small number of additional 
components.   

Step 2 – Installing Tangent X-Tension Portion  

Follow steps 2 – 13 in the Tangent installation instructions, with the following exceptions.   

(1) DO NOT set post 3 back 30-50mm (1 -2 in) as per the instructions in Step 2  of the Tan-
gent installation instructions.  For the Median application, Post 3  remains parallel with the 
other line posts.  

(2)  As noted on page #7, Post 2 must be steel crimped and Post 3-6 are   
always standard steel I-beam posts.  

Now follow the remaining steps 3 to 8 to complete the backside of the median terminal.   

X-MAS - Median Installation Instructions  

Diagram 2.  

INSTALLATION AND MAINTENANCE MANUAL
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Figure 35. Fit secondary head to main head.	 Figure 36. Fix secondary head into place.   

Figure 37. Rails installed with blockouts. 	 Figure 38. Splice rail 2 to rail 3 with 8 special shear bolts.   

Step 3 – Attach Secondary Impact Head   
Fit secondary head to main head by pushing sideways onto the main head as shown below  
(Figure 35), until the holes in the gussets line up.  Fix into place with either the 25mm (1 in) pin  
and pin lynch, or 2 M24 x 50mm (1 in X 2 in) bolts as shown (Figure 36).   

Step 4 – Attach Backside Rail #3 and Rail #2  
Rails 3 and 2 are installed like standard guardrail with blockouts between the rail and post (Figure  
37).  Attach rails to post 2, 4, 5 and 6 with blockouts and post bolts supplied (do not bolt the rail to  
post 3) and splice rail 3 to rail 4 with 8 standard splice bolts.  At post 7 lap rail in the direction of  
traffic as per standard median barrier.  

Ensure that rail 2 is spliced to rail 3 using the special shear bolts (yellow head) supplied.  
DO NOT use standard splice bolts at this joint (Figure 38).  Be sure rail 2 is lapped outside  
rail 3 in both directions.   DO NOT USE AN AIR-IMPACT WRENCH TO TIGHTEN SHEAR 
BOLTS.  SHEAR BOLTS WILL BREAK IF OVER-TIGHTEND.                                        

X-MAS - Median Installation Instructions  

X-TENSION® SYSTEM
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Step 5 – Attach Slider Bracket to Backside Rail 2   

Bolt the Slider Bracket to the upstream end of rail 2 (at post 3) using 4 standard splice bolts   
(Figure 39).  The angle bar end should be closest to the Impact Head end (Figure 40).   
Remove the angle bar and 2 M20 X 25mm (3/4 in x 1 in) bolts.   

            Figure 39. Bolt Slider Bracket to upstream end of rail 2. 		  Figure 40. Angle bar end should be closest to Impact Head.  

Step 6 – Assemble Slider Panel onto Backside Rail 1  
Raise the straight end of the curved backside rail 1 and fit the Slider Panel onto the downstream   
(straight) end of rail (Figure 41) and bolt into place using 4 standard splice bolts, pushing the bolt  
through from the inside of the slider to the outside so the nut is on the traffic face (Figure 42).   

The curved and reinforced (post breaker) end of Slider Panel sits at the rail end. Use guardrail pin 
bar or crow bar to assist with lining up splice holes.   

Figure 41. Fit the Slider Panel onto the straight end of rail. 	  Figure 42. Push bolt from inside (nut on traffic face).   

INSTALLATION AND MAINTENANCE MANUAL

X-MAS - Median Installation Instructions  
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Figure 45. Splice the rail to secondary impact head. 	 Figure 46. Use 8 standard splice bolts.   

Step 7 – Hang Curved Backside Rail #1  
Lift rail 1 with Slider Panel attached and push the slider end over rail 2.   

Bolt rail 1 and blockout to post 2 using supplied standard post bolt and 50x50mm (2 in x 2 in)  
washer on inside of post bolt notch on the backside of post 2 (Figure 43). The bolt should pass 
through the notch on the approach end of the system.

Re-attach the angle bar to the Slider Bracket (Figure 44) on the backside of the rail  
(at post 3).   

Figure 43. Bolt rail 1 and blockout to post 2 using the square  
washer.   

Figure 44. Re-attach the angle bar to the Slider Bracket.   

Splice the rail to the secondary impact head using 8 standard splice bolts (Figure 45, 46).   

X-TENSION® SYSTEM

X-MAS - Median Installation Instructions  
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Figure 47. Attach nosing using nylon push rivets.   

Step 8 – Attach Nosing  
Push nosing into place on the front of the impact head.  Attach using the supplied nylon push   
rivets (Figure 47).    

Delineation to be attached to nosing, as per Local Authorities requirements.   

Optional Nose Cover – Install High Visibility Nose Cover  
Attach the High Visibility Nose Cover to the Impact Head using the supplied hardware.  The nose  
cover is attached using (4) bolts, two on each side of the Impact Head and a wire tether.   

To attach the wire tether, pass the tether through the Nose Cover and the Friction Plate  
(Figure  48).    

Figure 48.  Tether Installation 	 Figure 49.  Nose Cover Installed   

INSTALLATION AND MAINTENANCE MANUAL

X-MAS - Median Installation Instructions  
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X-TENSION® SYSTEM

X-MAS - Median Installation Instructions  INSTALLATION CHECKLIST FOR  
X-Tension / X-MAS Systems 
Location  
Installed By  Date  
Inspected By  Date  

X-Tension Tangent and Flared Systems [System Length 11.4m (38ft)]                      Y/N  NA 

•  Rail is bolted at all posts except post 3. 

•  Post 1, post bolt notches face impact head. Bolted to ground strut. 

•  Post 3 to 6 standard steel posts (or timber CRT posts). 

•  Friction plate is turned fully and bolted in place. 

•  Nuts are fitted on traffic face of rail at impact head.  

•  Nosing is fitted to impact head. 

  

•  Ground Strut lays flush with ground. Front of ground strut should be level or  lower 
at the anchor end than at the post end. 

•  Ground anchor does not protrude more than 100mm (4 in) [preferred 75mm (3  
in)] above the ground. 

•  The entire Terminal End (11.4m; 38 ft) is installed straight with flare as per design 
(offset between 0 to 1.2m) (0 to 4 ft). 

  

•  Slider Panel is connected to end of first rail. All 4 holes bolted with nuts on  
 traffic face.  

•  Slider Bracket affixed to back of rail 2, with 4 bolts and nuts on backside of rail. 
•  Angle bar is fitted closest to impact head end. Bolts MUST be wrenched tight.

  

•  Guardrail for terminal end (i.e. 3 lengths) is 2.7mm (12 gauge) highway rail.   

•  Yellow Shear Bolts correctly installed at post 5 (washer only between nut  
    & rail). 

  

•  Cables should be “taut”, not visibly sagging between posts.   

X-Tension Median Application only  - as above plus: 

• Yellow Shear Bolts are correctly installed at post 5. 
• Slider Panel is bolted to end of first rail. All 4 holes bolted with nuts on traffic 

face.  
• Slider Bracket affixed to back of rail 2, with 4 bolts and nuts on backside of rail.
• Angle bar is fitted closest to impact head end. Bolts MUST be wrenched tight.
• Post bolt at post 2 is in notched post flange and fixed with 50mm x 50mm (2 in x 

2 in) washer and nut. 
• Secondary Impact Head is connected to main impact head. 
• Additional Guardrails are 2.7mm (12 gauge) highway rail. 
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INSTALLATION AND MAINTENANCE MANUAL

    X-Tension Maintenance (Traffic Face Impacts)  

Types of repair are divided into two categories:   
Traffic Face Impacts and Head on Impacts

Traffic Face Impacts  
Key Repair Steps:  

1. Remove cables   
2. Remove damaged rail   
3. Remove components from rails   
4. Remove damaged posts   
5. Assess damage   
6. Reassemble  

Step 1: Remove Cables  

Undo nuts at downstream cable bracket (post 7).  Take out the bolts on the side of the impact  
head that hold the friction plate in place and rotate the locking bar backwards.  

Pull one cable at a time from the front side of the impact head and completely remove them.   
Rotating the cables as you pull them will help. Undo nuts at ground anchor end and remove  ca-
bles.  

Step 2: Remove Rails   
Unbolt the splice bolts first. Then unbolt the post bolts and lower rails to ground.  

Step 3: Remove X-Tension Components   
All the X-Tension components are attached to the rails with standard splice bolts. Unbolt and  re-
move the components.  

Step 4: Remove Posts   
Undo the bolt at the bottom of Post 1 and pull out post. For all other damaged line posts, attach a  
chain to the top half of the post and pull out of the ground with either a crane truck or digger. Note  
it is sometimes possible to remove steel posts by hand.  

Step 5: Assess the Damage   
Any part that cannot be reused must be replaced with a new part. Always replace the yellow  shear 
bolts. Cables can be reused.   

Generally, all the specialized components of the system such as the head and brackets should 
be undamaged.  

Step 6: Reassemble   
Reassemble as per system installation instructions.   
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X-TENSION® SYSTEM

X-Tension Maintenance (Head on Impacts)   
Head on Impacts  	

Key Repair Steps:  

1. Remove the cables   
2. Pull the rails back   
3. Remove components from rails   
4. Remove damaged posts   
5. Assess damage   
6. Reassemble  

Step 1: Remove Cables   
After a head on impact the cables may appear to be slack but may in fact still     retain some tension 
from the impact.  Care must be taken when removing the cables.   DO NOT UNDO THE CABLES 
FROM TH E GROUND ANCHOR END FIRST, ALWAYS   UNDO THE CABLES FROM THE C ABLE 
BRACKET (post 7)  FIRST.  

Undo nuts at downstream cable bracket (post 7). Take out the bolts on the side of the  impact head that 
hold the friction plate in place and turn the friction plate back.   Pull one cable at a time from the front 
side of the impact head and completely remove  them.  Rotating the cables as you pull them will help. 
Undo nuts at ground anchor end last  and remove cables.  

Step 2: Pull Rails Back Out   
Attach a chain or two ton strap to the front of the impact head and pull upstream to its’  original position 
with a light truck or utility vehicle. The components are easier to unbolt  when  the rails are separated.  

Step 3: Remove X-Tension Components   
All components are attached to the rails with standard splice bolts. Unbolt and remove  parts.  

Step 4: Remove Posts   
Undo the bolt at the bottom of Post 1 and pull out post. For all other damaged line posts,  attach a 
chain to the top half of the post and pull out of the ground with either a crane truck  or digger. Note it is 
sometimes possible to remove steel posts by hand.  

Step 5: Assess The Damage   
Any part that cannot be reused must be replaced with a new part.  In minor impacts (rails  telescoped 
less than 3 meters (10 feet ) the cables can be reused by turning them end for  end.  If additional dam-
age has occurred, replace the cables. Generally, all the specialized  components of the system such 
as the head and brackets should be undamaged.  

Step 6: Reassemble   
Reassemble as per system installation instructions.   
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DETAIL  A

DETAIL  B
(AT ANCHOR POST#0)

DETAIL  C
(POST #1, SHOWN NEAR GROUND) DETAIL  D

(POST #1)

SECTION F-F
(POST #3 - #8)

SECTION G-G
(POST #2)

2 PLACES

DETAIL  I
POSTS #1 & #2

SHEET:DRAWING: REV:

of6 1 1 SS 6461221.7 lbmass

Date ByRevECO Chk.Revision

CEMC-THP-FE-052 Rev B, 9/15/2015

FINISH:
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CHECKED:
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DATE:
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11/14/2012

DO NOT SCALE DRAWING

UNLESS OTHERWISE NOTED, ALL DIMENSIONS ARE IN FEET-INCHES.

DIMENSIONS ACCORDING TO ASME Y14.5M-1994 UNLESS OTHERWISE
SPECIFIED.
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PARTS LIST
DESCRIPTIONQTY.PART NO.

12/12'6/3'1.5/S3000011
6'0 POST - W6 x 8.56000533
KING BLOCK7006777
6'0 SYT PST/8.5/31" GR HT1015000
SFST-ANCHOR G.RAIL 12'-6"1015200
SFST-ANCHOR ANGLE2015201
SFST-ANGLE STRUT1015202
SFST-POST#1 SYTP1015203
SFST-ANCHOR PADDLE1015204
SFST-POST#01015205
SFST-PLATE WASHER1015206
SFST-KEEPER PLATE1015207
SFST-IMPACT HEAD1015208

~ HARDWARE ~
5/16 ROUND WASHER WIDE6003240
5/16 HEX NUT3003245
5/8" GR HEX NUT41003340
5/8"X1.25" GR BOLT32003360
5/8"X1.75" HEX BOLT A3251003391
5/8 GUARD RAIL BOLT x 10"7003500
3/4" ROUND WASHER F4364003701
3/4" HVY HEX NUT A563 DH2003704
3/4"X2.5" HEX BOLT A3252003717
1" HVY HEX NUT A563 DH1003908
5/8" WASHER F4364004372
5/8"X9" HEX BOLT A3251004489
1" ROUND WASHER F4361004902
5/16"X2.5" HEX BOLT GRD 52105285
5/16"X1.5" HEX BOLT GRD 51105286
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DO NOT ATTACH
RAIL AT POST #2
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2 PLACES

2 PLACES
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1" NUT SHALL BE
SECURELY TIGHTENED
AFTER FINAL ASSEMBLY,
BUT NOT DEFORMING THE
KEEPER PLATE (015207)

I

NOTES:
1.  REFER TO SoftStop   ASSEMBLY MANUAL.
2.  PROPER SITE GRADING SHOULD BE ACCOMPLISHED IN ACCORDANCE WITH
     LOCAL SPECIFYING AGENCY GUIDELINES AND THE AASHTO ROADSIDE
     DESIGN GUIDE.
3.  DO NOT ATTACH THE SoftStop   DIRECTLY TO A RIGID BARRIER.
4.  UNDER NO CIRCUMSTANCES SHALL THE GUARDRAIL WITHIN THE SoftStop   
     BE CURVED.
5.  MANUFACTURER SUGGESTS CUSTOMER TO PROVIDE REFLECTORIZATION
     OF THE TERMINAL.
6.  IT IS ACCEPTABLE TO INSTALL THE SoftStop   IMPACT HEAD PARALLEL TO THE
     GRADE LINE OR WITH AN UPWARD TILT. SEE SoftStop   ASSEMBLY MANUAL FOR
     SPECIFIC DETAILS.

TOLERANCES PER
CEMC-THP-SF-001, UNLESS

OTHERWISE SPECIFIED.
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SEE NOTE 6 REFERENCE LINE
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CENTERLINE OF POSTS #0 & #1

NOTE:
INSTALL SoftStop   PARALLEL TO ROADWAY. 
WHEN OFFSET IS REQUIRED BY DESIGN ENGINEER,
SEE SoftStop   MANUAL FOR REQUIREMENTS.

YIELDING HOLES
APPROXIMATELY
CENTERED AT
GROUND LINE

SoftStop   TERMINAL (8" BLOCKS)
PLAN, ELEVATION & SECTION

MASH TEST LEVEL 3 (TL-3)
P/N: 500646B

ADDED REFERENCE LINE AND NOTE 6 1/21/15 4 MB RT----

SITE HOLE CALLOUT AT DETAIL B 5/05/15 5 BT RT----

10/13/15 6 DPH KWL4103DEL: 004076, 054471, & 118352; ADD: 006777, 015204; CHG: 
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Melis, David@DOT

From: Grove, Heather <hgrove@ci.manteca.ca.us>

Sent: Thursday, March 17, 2016 2:23 PM

To: Melis, David@DOT

Cc: mhoughton@ci.manteca.ca.us

Subject: RE: Request for Information on a Non-Potable Water Source for a Caltrans Construction 

Project

David, 

In the past our Public Works Director, Mark Houghton, has approved the use of City of Manteca’s recycled water for use 

outside city limits.  The rate for recycled water is $2.72/HCF and the water truck drivers must attend a City of Manteca 

Recycled Water Workshop to obtain certification.  These workshops are offered every other Wednesday at 8:00 

am.  Please call Justine Firmalo at (209)456-8470 to schedule a workshop for any drivers not certified.  The workshop 

and recycled water location is 2450 W Yosemite Ave  Manteca, CA 95337.  If you have any other questions, let me know. 

 

Heather Grove 

Wastewater System Superintendent 

City of Manteca WQCF 

1001 W. Center St. 

Manteca, CA 95337 

(209)456-8473 

(209)923-8990 fax 

hgrove@ci.manteca.ca.us 

 

 

 

From: Melis, David@DOT [mailto:David.Melis@dot.ca.gov]  

Sent: Thursday, March 17, 2016 2:11 PM 

To: Grove, Heather 
Subject: Request for Information on a Non-Potable Water Source for a Caltrans Construction Project 

 

To follow up on our phone conversation, I am investigating potential non-potable water sources in the area for a 

construction project. 

   

As part of our efforts to conserve water in the State, we have been directed to locate a NON-POTABLE water source 

within 50 miles of our construction location. The construction will take place on State Route 99 from the Stanislaus 

County line to just south of the SR 99/120 interchange. This project proposes a pavement overlay on the highway and 

interchange ramps.  Construction will begin in early 2017, and will take place over approximately 90 working days. 

 

Based on preliminary estimates, the calculated amount of water required is approx. 500,000 gallons.  

 

If a non-potable water source is available from the City, could you please provide information regarding fees, monthly 

charges, location for water source, water usage charges, etc? 

 

If non-potable water source is NOT available, could the City provide potable water for construction use?  If so, could you 

please provide information regarding fees, monthly charges, location, etc? 

 

Thank you in advance for your assistance. 
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David E. Melis, P.E. 

Project Engineer 

Central Region Design IV - Branch H 

Stockton, CA 

(916) 769-6296 mobile 

 



Co Rte POSTMILE Dir LOCATION ELEMENT ID DETECTION TYPE
SJ 99 000.674 N Off Ramp to Main St TMS MVDS

SJ 99 000.701 S On Ramp from Main St TMS MVDS

SJ 99 000.793 N On Ramp from Main St TMS MVDS

SJ 99 001.081 S Off Ramp to Main St TMS MVDS

SJ 99 001.470 N N/O Off Ramp to Milgeo Ave TMS MVDS

SJ 99 001.470 N Off Ramp to Milgeo Ave TMS MVDS

SJ 99 001.603 N S/O On Ramp from Milgeo Ave TMS MVDS

SJ 99 001.603 N On Ramp from Milgeo Ave TMS MVDS

SJ 99 001.680 N Milgeo OC TMS Loops

SJ 99 001.700 N Before Milgeo Ave OC CCTV N/A

SJ 99 001.700 N Milgeo Ave OC CCTV N/A

SJ 99 001.700 N Milgeo OC CMS N/A

SJ 99 001.700 Milgeo OC RWIS 365006 N/A

SJ 99 001.710 N Milgeo Ave TMS Loops

SJ 99 001.710 S Milgeo Ave TMS Loops

SJ 99 002.081 S N/O On Ramp from Jack Tone Rd TMS 1065010 MVDS

SJ 99 002.081 S On Ramp from Jack Tone Rd TMS 1065110 MVDS

SJ 99 002.145 N N/O Off Ramp to Jack Tone Rd TMS MVDS

SJ 99 002.145 N Off Ramp to Jack Tone Rd TMS MVDS

SJ 99 002.270 SB @ Jack Tone Road  Signal Loops

SJ 99 002.394 S S/O On from Jack Tone Rd TMS Loops

SJ 99 002.400 NB @ Jack Tone Road Signal Loops

SJ 99 002.500 N S/O On Ramp from Jack Tone Rd TMS MVDS

SJ 99 002.500 N On Ramp from Jack Tone Rd TMS MVDS

SJ 99 002.589 S S/O Off Ramp to Jack Tone Rd TMS MVDS

SJ 99 002.589 S Off Ramp to Jack Tone Rd TMS MVDS

SJ 99 002.971 S N/O Off to Jack Tone Rd  TMS Loops

SJ 99 003.150 N N/O Jack Tone Rd TMS 1006010 Loops

SJ 99 003.150 S N/O Jack Tone Rd TMS 1006110 Loops

SJ 99 004.037 S S/O Austin Rd TMS Loops

SJ 99 004.556 S N/O On Ramp from Austin Rd TMS 1065410 MVDS

SJ 99 004.556 S On Ramp from Austin Rd TMS 1065510 MVDS

SJ 99 004.558 S S/O Austin Rd CMS N/A

SJ 99 004.565 S S/O Austin Rd CCTV N/A

SJ 99 004.753 N Off Ramp to Austin Rd TMS MVDS

SJ 99 005.033 N Austin Rd TMS Loops

SJ 99 005.033 S Austin Rd TMS Loops

SJ 99 005.037 N S/O On Ramp from Austin Rd TMS MVDS

SJ 99 005.037 N On Ramp from Austin Rd TMS MVDS

SJ 99 005.047 S Off Ramp to Austin Rd TMS MVDS

SJ 99 005.291 S/O Rte 120 RWIS 365036 N/A

SJ 99 005.346 N Off to WB Rte 120 (Manteca) HAR N/A

SJ 99 005.417 N S/O Rte 120 TMS Loops

SJ 99 005.417 N Off to WB Rte 120 TMS Loops

SJ 99 005.417 S S/O Rte 120 TMS Loops

SJ 99 005.417 S On from EB Rte 120 TMS Loops

Abbreviations:

TMS:      Traffic Monitoring Station

RWIS:    Roadside Weather Information System

CCTV:    Closed Circuit Television camera

CMS:     Changeable Message Sign

HAR:     Highway Advisory Radio

EMS:     Extinguishable Message Sign

FB:         Flashing Beacon

MVDS:  Microwave Vehicle Detection System

TRAFFIC MANAGEMENT SYSTEM ELEMENTS (EXISTING)


